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Garden Hose Accessories
Standard Flow Fittings

Flexible Water Nozzle
Features:
• bends for water flow, shuts off when released
• ¾" GHT

Radiator Bibb
Features:
• vinyl spout
• ¼" female pipe thread connection

Garden Hose Gooseneck
Features:
•  powder-coated zinc gooseneck connector angles hose away 

from hose bibb
• recommended usage: 100°F
• working pressure: 60 PSI

Straight GHT Valve
Features:
• powder-coated zinc shut-off valve
• maximum temperature: 160°F (hot water)
• recommended usage: 100°F
• working pressure: 60 PSI

GHT Twin Valve
Features:
• powder-coated zinc with twin shut-off valves
• maximum temperature: 160°F (hot water)
• recommended usage: 100°F
• working pressure: 60 PSI

GHT Y
Features:
• powder-coated zinc with twin outlet
• includes one end cap
• maximum temperature: 160°F (hot water)
• recommended usage: 100°F
• working pressure: 60 PSI

GHT 4-Valve Manifold

Compression Bibb Faucets

Part # Price/E
8005 $41.15

Part # Price/E
8013 $30.20

Part # Price/E
GHGN $14.10

Part # Price/E
GHV $12.20

Part # Price/E
GHYV $17.10

Part # Price/E
GHY $9.75

Features:
•  forged brass body, stainless steel balls, PTFE seats
• swivel inlet
• maximum temperature: 120°F
• maximum operating pressure: 100 PSI

Part # Price/E
500GH4VBK $63.72

Features:
• rough brass finish
• nozzle end is GHT
• for water use only

Male NPT Inlet Size
Brass

Part # Price/E
½" 35-201-10 $32.50
¾" 35-202-10 32.50

Features:
• brass bar stock
•  maximum operating 

pressure: 125 PSI

Part # Price/E
500BFP $25.73

Back Flow Preventer
•  temperature range: 33°F to 

180°F
• EPDM gasket
•  stainless steel components


