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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        0.5
    .XX       0.01         [ 0.25]
   XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381]
CORNER FILLETS:  .02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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RELEASED MOTOR ASSY
TEFC - RIGID "C" - 56J FRAME
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DRAIN

WASHGUARD

(1) 1/2-14 NPT
CONDUIT HOLE

DECAL-
CONNECTION
UNDER COVER

7/16-20 UNF RIGHT HAND THREAD
AND ECCENTRICITY OF THREADED
PORTION OF SHAFT IS HELD
WITHIN .004 T.I.R. WITH INDICATOR
ON OUTSIDE DIA. OF GROUND RING
GAGE BEING STATIONARY WITH RESPECT
TO MOTOR

WARNING
.004 A

.004 A

.002 B
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SPECIAL FEATURES:
-SHAFT SEALS & V-RING
-PLUGGED DRAIN HOLES IN ENDBELLS & CONDUIT BOX
-BUNA N GASKET THROUGHOUT
-STAINLESS STEEL SHAFT, HARDWARE & NAMEPLATE
-SOLID STATE SWITCH MOUNTED TO CONDUIT BOX

DASH 
NO. "C" "AD"
600 12.37 3.52
625 12.62 3.77
650 12.87 4.02
675 13.12 4.27
700 13.37 4.52
725 13.62 4.77

CAP 
DASH "XO"

A 1.48
B 1.95
C 2.19
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