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Extremely flexible and durable flat spring steel. 
Stiffer construction is excellent for long runs.
Looped end for attaching wires.
Heavy-duty housing withstands rough conditions.
High visibility yellow makes fish tape easy to locate.
Viewing holes to show remaining tape.
Handle slides through base to reel tape easily.
500lbs. maximum tape strength.
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FTS25 Flat Spring Steel Fishtape 25 Torpedo-Style

FTS50 1/8” Steel Fishtape c/w handle 50 Formed hook

FTS100 Steel Fishtape, Reel and Winder 100 Formed hook

FTS120 1/8” Steel Fishtape c/w handle 120 Formed hook

FTS200 1/8” Steel Fishtape c/w handle 200 Formed hook

tooLS
Steel Fishtapes &  
Conduit Benders
ftS , cB & cBH SERIES

All NSi conduit benders have cast in-angle 
indicators with raised bending points of reference 
to aid the installer. 
The bodies are aluminum die cast which are 
lightweight yet strong enough for everyday use. 
Handles are tough steel construction and have a 
black powder coat finish that is textured for better 
gripping; flared handle corrects overbends.
Aluminum die cast bender.
Handles are made of steel.
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CB100 1 For 1” EMT or 3/4” Rigid, 8 Degree Inside Radius Aluminum Die Cast – – 12

CB75 2 For 3/4” EMT or 1/2” Rigid, 6 Degree Inside Radius Aluminum Die Cast – – 12

CB50 3 For 1/2” EMT, 5 Degree Inside Radius Aluminum Die Cast – – 12

CB50WH 4 For 1/2” EMT, 5 Degree Inside Radius Aluminum Die Cast With Handles 3/4 x 38 – 12

CB75WH 4 For 3/4” EMT or 1/2” Rigid, 6 Degree Inside Radius Aluminum Die Cast With Handles 3/4 x 38 – 12

CB100WH 4 For 1” EMT or 3/4” Rigid, 8 Degree Inside Radius Aluminum Die Cast With Handles 1” x 44 – 12

CBH75 5 3/4” Diameter, for use with CB50 and CB75 Handles only 3/4 38 12

CBH100 5 1” Diameter, for use with CB100 Handles only 1 44 12

STEEL FISHTApES

CONDuIT BENDERS

All dimensional data is listed in inches.




