
CONDUCTOR PORTS

INTERNAL HEX
PRESSURE SCREWS

STUD HOLES
FOR 1/2 BOLT

1.75
STUD SPACING

NOTE:
TIN PLATED 6061-T6511 ALUMINUM ALLOY.1.
TWO MOUNTING HOLES ENSURE SECURE CONNECTION.2.
RATED 600 VOLTS.3.

CONTACT NSi FOR SALES @ 800.321.5847

PART # OF 
CONDUCTORS WIRE RANGE HEX 

SIZE L H W

STL250-4 4 250KCMIL - 6 AWG 5/16 6.24 1.125 .875
STL250-6 6 250KCMIL - 6 AWG 5/16 7.96 1.125 .875
STL250-8 8 250KCMIL - 6 AWG 5/16 9.68 1.125 .875
STL350-4 4 350KCMIL - 6 AWG 5/16 6.96 1.44 1.00
STL350-6 6 350KCMIL - 6 AWG 5/16 9.06 1.44 1.00
STL350-8 8 350KCMIL - 6 AWG 5/16 11.16 1.44 1.00
STL500-4 4 500KCMIL - 4 AWG 5/16 7.50 1.63 1.13
STL500-6 6 500KCMIL - 4 AWG 5/16 9.74 1.63 1.13
STL500-8 8 500KCMIL - 4 AWG 5/16 12.03 1.63 1.13
STL750-4 4 750 - 250KCMIL 3/8 8.57 2.00 1.44
STL750-6 6 750 - 250KCMIL 3/8 11.42 2.00 1.44
STL750-8 8 750 - 250KCMIL 3/8 14.28 2.00 1.44
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