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CAT. NO. FIG. NO. COLOR LEGEND LENGTH
(FT.)

WIDTH
(IN.)

STD. CTN. QTY.

ULTD-327 1 Red Caution Buried Electric Line Below 1000 3 8

ULTD-342 2 Orange Caution Buried Fiber Optic Line Below 1000 3 8

ULTD-343 3 Yellow Caution Buried Communication Line Below 1000 3 8

ULTD-626 3 Yellow Caution Buried Electric Line Below 1000 6 4

ULTD-627 1 Red Caution Buried Electric Line Below 1000 6 4

ULTD-636 2 Orange Caution Buried Telephone Line Below 1000 6 4

ULTD-643 3 Yellow Caution Buried Communication Line Below 1000 6 4

LOCKOUT / TAGOUT
Detectable Underground
Line and Barricade Tapes
ULT, ULTD, BT SERIES

FEATURES
• Consists of a minumum 5 mil overall thickness with no less than a 35 gauge solid aluminum foil core, which allows 

for easy detection.
• Specially formulated to resist degradation by elements normally encountered in soil. 
• All printing is encased to avoid ink rub-off with environmentally safe ink.

WIRE MANAGEMENT 

Detectable Underground Line Tape
Lockout/Tagout
ULTD Series
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