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Overwing Aircraft Nozzles

Pressure Nozzle for Bulk Delivery

Gravity Utility Nozzles

without spout

with spout

Features:
•  manual operation (non-automatic) for high pressures and fuel flow up to 100 GPM
•  easy opening dash pot design with shockless closing
•  detachable trigger ratchet, packing gland and seal
• bronze trigger

Female NPT Inlet Spout Outlet GPM @ 10 PSI Aluminum Part # Price/E
1¼" 1¼" 80 114D $451.45
1½" 1½" 100 112D 394.75

Description Part # Price/E
aluminum replacement spout for 114D 1143A $55.50
aluminum replacement spout for 112D 1125A 60.40
main poppet, 2nd poppet, cap O-ring, 
valve stem 112DSK 99.50
blank plate to replace ratchet plate if 
ratchet not required 114DAL-AV-19 24.75
main and secondary poppets, cap 
O-ring, valve stem assembly and 
packing, sleeve stem packing and nut

114DSK 124.40

Female NPT Inlet Female NPT Outlet GPM @ 10 PSI Aluminum Part # Price/E
1¼" 1¼" 80 114DNS $406.10
1½" 1½" 100 112DNS 367.50

replacement items

Features:
•  manual operation (non-automatic) for high pressures and fuel flow up to 60 GPM at 20 PSI
•  easy opening dash pot design with shock-less closing
•  detachable trigger ratchet, packing gland and seal
•  bronze trigger and plastic guard pad to protect wing
•  spout comes with cap, spring cord, fine mesh stainless steel screen filter and screw 

attachment for grounding cable (cable not supplied)
Female NPT Inlet Spout Outlet Aluminum Part # Price/E

1¼" 1" 114DAVR $766.65
1¼" 1¼" 114D-AV 766.65
1½" 1¼ 114D-AV-06ASM 813.45

Description Part # Price/E
trigger, bushing, pin and cotter pin 114/2D-TK $38.05
main & secondary poppet assemblies, 
cap O-ring, valve stem assembly 114DAV-SK 133.55
1" spout assembly 114DAL-AV-25 154.80
1¼" spout assembly 114DAL-AV-16 109.70

replacement items

1 nozzle body only (no spout)
2 ¾" nozzle inlet uses 1" x ¾" reducer bushing, supplied

Application:
•  for use with 12 volt pumps and gravity flow fittings in economy fuel dispensing applications
Features:
•  manual operation (non-automatic)
•  Underwriters Listed
•  working pressure: 25 PSI

replacement parts
Description Part # Price/E

¾" replacement straight spout 234-80-4 $12.00
¾" replacement bent spout 234-80-5 18.20
1" replacement straight spout 875-4 12.25
1" replacement bent spout 875-5 13.00
trigger 900TK 5.05
plunger & valve assemblies, cap, O-ring 900SK 20.50

Female NPT
Inlet

Spout
Outlet

Die Cast Zinc Aluminum
Part # Price/E

1" 1" outlet 900 1 $69.50
1" 1" straight 900S 78.45
1" 1" bent 900B 78.45
1" ¾" straight 900W34S 78.43
1" ¾" bent 900W34B 78.43
¾" ¾" straight 900S34 2 81.75
¾" ¾" bent 900B34 2 81.75


