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Spherical Roller Bearings

Bearing Principal Dimencions Basic Load 
Ratings Speed Ratings  

Radius
(Mm)
Rsmin

Weight
(Kg)
G

Calculation Factors

Type Cage
Bore 
(Mm)

D

Outer
(Mm)

D

Width
(Mm)

B

Dynamic
(Kn)
Cr

Static
(Kn)
Cor

Grease 
(Rpm)

Oil
(Rpm) E Y1 Y2 Yo

23264 CA 320 580 208 3900 6800 500 630 5.0 253.0 0.35 1.90 2.90 1.80

23968 CA 340 460 90 1200 2700 900 1200 3.0 46.0 0.17 4.00 5.90 4.00

23068 CA 340 520 133 2180 4400 700 900 5.0 115.0 0.24 2.80 4.20 2.80

24068 CA 340 520 180 2710 5700 530 670 5.0 137.0 0.33 2.00 3.00 2.00

23168 CA 340 580 190 3500 6300 600 750 5.0 211.0 0.31 2.20 3.30 2.20

24168 CA 340 580 243 4400 7950 320 400 5.0 256.0 0.40 1.70 2.50 1.60

23268 CA 340 620 224 4400 7700 430 530 6.0 297.0 0.35 1.90 2.90 1.80

23972 CA 360 480 90 1290 2820 850 1100 3.0 46.6 0.16 4.20 6.30 4.00

23072 CA 360 540 134 2280 4800 670 850 5.0 126.0 0.23 2.90 4.40 2.80

24072 CA 360 540 180 2820 6100 600 750 5.0 150.0 0.31 2.20 3.30 2.20

23172 CA 360 600 192 3580 6850 560 700 5.0 255.0 0.30 2.30 3.40 2.20

24172 CA 360 600 243 5600 8400 300 380 5.0 270.0 0.37 1.80 2.70 1.80

22272 CA 360 650 170 3630 6200 380 480 6.0 253.0 0.26 2.60 3.87 2.54

23272 CA 360 650 232 4650 8300 400 500 6.0 335.0 0.35 1.90 2.90 1.80

22372 CA 360 750 224 4900 8600 400 500 7.5 460.0 0.31 2.21 3.29 2.16

23976 CA 380 520 106 1730 3800 800 1000 4.0 69.5 0.17 4.00 5.90 4.00

23076 CA 380 560 135 2480 5000 630 800 5.0 130.0 0.22 3.00 4.60 2.80

24076 CA 380 560 180 3150 6900 480 600 5.0 150.0 0.30 2.30 3.40 2.20

23176 CA 380 620 194 3740 7350 400 500 5.0 250.0 0.30 2.30 3.40 2.20

24176 CA 380 620 243 4400 9200 300 380 5.0 296.0 0.30 2.30 3.40 2.20

23276 CA 380 680 240 4800 9200 380 480 6.0 386.0 0.35 1.90 2.90 1.80

23980 CA 400 540 106 1750 3950 750 950 4.0 72.4 0.17 4.00 5.90 4.00

23080 CA 400 590 142 2650 5600 630 800 5.0 133.0 0.21 3.14 4.68 3.07

24080 CA 400 600 200 3600 7800 450 560 5.0 202.0 0.30 2.30 3.40 2.20

23180 CA 400 650 200 4100 7650 380 480 6.0 275.0 0.28 2.40 3.60 2.50

24180 CA 400 650 250 4800 9600 320 400 6.0 326.0 0.36 1.87 2.79 1.83

23280 CA 400 720 256 6150 11300 340 430 6.0 350.0 0.35 1.90 2.90 1.80

22380 CA 400 820 243 5400 9600 340 430 7.5 623.0 0.31 2.21 3.29 2.16

23984 CA 420 560 106 1530 4050 700 900 4.0 72.4 0.16 4.20 6.30 4.00

23084 CA 420 620 150 2970 6400 450 560 5.0 150.0 0.22 3.00 4.60 2.80


