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Bearing ISO dimensions Weight
kg

Locking 
nut

Locking 
device

Type Version d1
mm d d3 B1

kN
B2
kN G

H 311 50 55 75 45 12,5 M 55x2 0,345 KM 11 MB 11

H 212 55 60 80 38 13 M 60x2 0,346 KM 12 MB 12

H 2312 55 60 80 62 13 M 60x2 0,481 KM 12 MB 12

H 312 55 60 80 47 13 M 60x2 0,394 KM 12 MB 12

H 213 60 65 85 40 14 M 65x2 0,401 KM 13 MB 13

H 214 60 70 92 41 14 M 70x2 0,593 KM 14 MB 14

H 2313 60 65 85 65 14 M 65x2 0,557 KM 13 MB 13

H 2314 60 70 92 68 14 M 70x2 0,897 KM 14 MB 14

H 313 60 65 85 50 14 M 65x2 0,458 KM 13 MB 13

H 314 60 70 92 52 14 M 70x2 0,723 KM 14 MB 14

H 215 65 75 98 43 15 M 75x2 0,707 KM 15 MB 15

H 2315 65 75 98 73 15 M 75x2 1,050 KM 15 MB 15

H 315 65 75 98 55 15 M 75x2 0,831 KM 15 MB 15

H 216 70 80 105 46 17 M 80x2 0,882 KM 16 MB 16

H 2316 70 80 105 78 17 M 80x2 1,280 KM 16 MB 16

H 316 70 80 105 59 17 M 80x2 1,030 KM 16 MB 16

H 217 75 85 110 50 18 M 85x2 1,020 KM 17 MB 17

H 2317 75 85 110 82 18 M 85x2 1,450 KM 17 MB 17

H 317 75 85 110 63 18 M 85x2 1,180 KM 17 MB 17

H 218 80 90 120 52 18 M 90x2 1,190 KM 18 MB 18

H 2318 80 90 120 86 18 M 90x2 1,690 KM 18 MB 18

H 318 80 90 120 65 18 M 90x2 1,370 KM 18 MB 18

H 219 85 95 125 55 19 M 95x2 1,370 KM 19 MB 19

H 2319 85 95 125 90 19 M 95x2 1,920 KM 19 MB 19

  


