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Product Information Packet

Nameplate Specifications
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KVA Code

Enclosure

Ambient Temperature
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Technical Specifications

Electrical Type
Poles

Mounting

Drive End Bearing
Frame Material
Overall Length
Shaft Extension

Outline Drawing

: Model No: 056T11WD5387, Catalog No:N498 1,1200,56HC, TEFC,3/60/208-230/460
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CERTIFICATION DATA SHEET

CUSTOMER P.O. #:

WAUSAU, WI 54401-8003
PH. 715-675-3311

DATA VOLTS: 460

CUSTOMER:
ORDER #: REFERENCE MODEL #: 56T11WD5387
CONN. DIAGRAM: 005010.01 CAT #: N498
OUTLINE: LATER CUSTOMER PART #:
WINDING: QT6365 FR 3 MOUNTING: F1 ONLY
SPEED:
TYPICAL MOTOR PERFORMANCE DATA
HP KW SYNC RPM FL RPM FRAME ENCLOSURE TYPE KVA CODE DESIGN
1 0.75 1200 1158 56HC TEFC NA #VALUE! B
PH HZ VOLTS AMPS _ START TYPE DUTY INSL S.F. AMB ELEV.
3 60/50 230/460#190/380 [g Group Reference <o_i LINE OR INVERTER CONT F 1.15 40 3300
F.L.EFF| 834 3/4 LD EFF| 86.7 12LDEFF| 815 GTD EFF ELECT. TYPE
F.L.PF| 61.9 3/4LDPF| 526 12LDPF| 38.7 0.0 SQ CAGE INV RATED
F.L. TORQUE LR AMPS @ 460V L.R. TORQUE B.D. TORQUE F.L. RISE (° C)
4.5 LB-FT 11.4 12.6  LB-FT 280% 174  LB-FT 387% 44
@3FT. POWER ROTOR WK? MAX. LOAD WK? SAFE STALL TIME STARTS/HOUR MOTOR WGT
999  dBA 1008 dBA -1.00  LB-FT2 0 [LBFT2 10 | SsEC. 0 0 [LB.
*** SUPPLEMENTAL INFORMATION ***
ODE BRACKET MOUNT MOTOR SEVERE HAZARDOUS DRIP
DE BRACKET TYPE TYPE TYPE ORIENTATION DUTY LOCATION COVER | SCREENS PAINT
C-FACE STANDARD RIGID HORIZONTAL NO NONE NO NONE NO PAINT
BEARINGS
DE ODE GREASE SHAFT TYPE SPECIAL DE SPECIAL ODE SHAFT MATERIAL | FRAME MATERIAL
BALL BALL
6205 5203 POLYREX EM STANDARD 56 NONE NONE 303 STAINLESS (C-501) [ STAINLESS STEEL
SPACE
THERMOSTATS PROTECTORS WDG RTD's BRG RTD's THERMISTORS CONTROL HEATERS
NONE NOT NONE NONE NONE FALSE NA
R1 (ohms/ph) R2 (ohms/ph) X1 (ohms/ph) X2 (ohms/ph) Xm (ohms/ph) VIBRATION (in/sec) FLOAT
0 0 0 0 0 0.080 ODE
N INVERTER TORQUE: VARIABLE 10:1
o INV. HP SPEED RANGE: NONE
T
E ENCODER: NONE
S NONE
* NONE NONE PPR
BRAKE: NONE
PREPARED BY: EARL BABBITTS NONE
DATE: 14-07-17 FT-LB: NA
VOLTAGE: NONE HZ:
FORM: 3531 REV_4  2/27/06 UL: V-INS, CONST UL REC
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