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Bearing Principal Dimencions Basic Load 
Ratings Speed Ratings  

Radius
(Mm)
Rsmin

Weight
(Kg)
G

Calculation Factors

Type Cage
Bore 
(Mm)

D

Outer
(Mm)

D

Width
(Mm)

B

Dynamic
(Kn)
Cr

Static
(Kn)
Cor

Grease 
(Rpm)

Oil
(Rpm) E Y1 Y2 Yo

24052 CA 260 400 140 1710 3500 700 900 4.0 66.70 0.33 2.00 3.00 2.00

23152 CA 260 440 144 2190 4050 800 1000 4.0 88.90 0.31 2.20 3.30 2.20

24152 CA 260 440 180 2100 4350 430 530 4.0 115.0 0.39 1.73 2.58 1.69

22252 CA 260 480 130 2280 3600 850 1100 5.0 106.0 0.27 2.51 3.74 2.45

23252 CA 260 480 174 2800 4750 630 800 5.0 141.0 0.35 1.90 2.90 1.80

22352 CA 260 540 165 3080 4750 630 800 6.0 186.0 0.31 2.20 3.30 2.20

22256 CA 280 500 130 2320 3590 1400 1000 5 117.20 0.26 2.6 3.87 2.54

23856 CA 280 350 52 435 1230 1200 1500 2.0 11.4 0.13 5.36 7.98 5.24

23956 CA 280 380 75 803 1850 1000 1400 2.1 25.7 0.18 3.80 5.66 3.72

23056 CA 280 420 106 1450 2850 850 1100 4.0 56.8 0.23 2.91 4.40 2.84

24056 CA 280 420 140 1780 3700 670 850 4.0 69.2 0.31 2.20 3.30 2.20

23156 CA 280 460 146 2190 4150 750 950 5.0 104.0 0.30 2.30 3.40 2.20

24156 CA 280 460 180 2530 4750 400 500 5.0 119.0 0.40 1.70 2.50 1.60

23256 CA 280 500 176 2840 5100 600 750 5.0 147.0 0.35 1.90 2.90 1.80

22356 CA 280 580 175 3520 5700 600 750 6.0 221.0 0.30 2.30 3.40 2.20

23860 CA 300 380 60 640 1650 950 1400 3.0 18.2 0.13 5.20 7.70 5.00

23960 CA 300 420 90 1160 2500 950 1300 3.0 40.1 0.19 3.60 5.30 3.60

23060 CA 300 460 118 1770 3450 800 1000 4.0 75.8 0.23 2.90 4.40 2.80

24060 CA 300 460 160 2220 2700 600 750 4.0 99.0 0.32 2.09 3.11 2.04

23160 CA 300 500 160 2680 4750 670 850 5.0 126.0 0.30 2.30 3.40 2.20

24160 CA 300 500 200 3100 6000 600 750 5.0 161.0 0.39 1.75 2.61 1.71

22260 CA 300 540 140 2620 4300 750 950 5.0 138.0 0.26 2.60 3.90 2.50

23260 CA 300 540 192 3300 5600 530 670 5.0 192.0 0.35 1.90 2.90 1.80

23864 CA 320 400 60 670 1620 920 1280 2.1 20.3 0.12 5.60 8.40 5.60

23964 CA 320 440 90 1200 2650 900 1200 3.0 42.7 0.18 3.80 5.60 3.60

23064 CA 320 480 121 1930 2200 800 1000 4.0 84.8 0.23 2.90 4.40 2.80

24064 CA 320 480 160 2480 5100 560 700 4.0 105.0 0.32 2.09 3.11 2.04

23164 CA 320 540 176 3150 3200 630 800 5.0 200.0 0.31 2.20 3.30 2.20

24164 CA 320 540 218 3560 6500 340 430 5.0 206.0 0.40 1.70 2.50 1.60

22264 CA 320 580 150 3000 4550 670 850 5.0 175.0 0.26 2.60 3.90 2.50


