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THREE PHASE DRY TYPE DRIVE ISOLATION TRANSFORMER
TRANSFORMATEUR TRIPHASE POUR VARIATEUR DE VITESSE DE MOTEURS

Cust. Ref
480V |
W /HT Réf. du clie
0. de série
BiL| — | Part No
TERM.| H1 H2 H3 No. de pigce DMOZOKK
BORNES
VOLTS |CURRENT | ¥oLTAGE |EACH FHASE 20
COURANT | % TENSION | CONNEXION
NOMINALE | PAR PHASE TY PE
504 22.9 105 1
480 24.1 100 2 | Cooling ANN
456 25.3 95 3 et
Echauffement 150 " C
Classe de Temp. 220 C
Frequency
Fréquence 60 Hz
Impédance. % 4.5
480Y/277V e_170.c .
Type de boftier
| oy s/ 285/130
TERM.
Windin
BORNES XO X 1 X2 X3 Enroulemer?f
X2 SPACIGS BETWEEN ANY VENTIATED ENCLOSURE PANEL AND

ANY ADJACENT WALL SHALL BE A MINNUM OF 3 INCHES
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ENCLOSURE COLOR : ANSI 61 GREY — OUTDOOR

HV TERMINAL DETAIL

LV TERMINAL DETAIL

MECHANICAL TYPE LUGS INCLUDED
SUITABLE FOR #14-2 CU/AL
CONDUCTORS
1 CONDUCTOR PER PHASE

MECHANICAL TYPE LUGS INCLUDED
SUITABLE FOR #14-2 CU/AL
CONDUCTORS
1 CONDUCTOR PER PHASE

CUSTOMER NOTES:

— HV TERMINATED AT TOP FRONT
— LV TERMINATED AT BOTTOM FRONT
— C/W 1-"NC"— THERMOSTAT PER COIL CONNECTED TO T.B.
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