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TRANSFORMER

HPS UNIVERSAL™
DRY TYPE ISOLATION/BUCK—BOOST TRANSFORMER
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Cooling
Refroidissement

Temp. Rise
Echauffement

Temp. Class
Classe de Temp.

Frequency
Fréquence

Impédance %
@_135"¢c

16V/32V

LV/BT

Q1C5ESCFH

1.5

ANC
115 "¢
180 " C

50 /60Hz

BIL | Encl. Type

Type de boitier
Wt
Poids bs/kg
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This transformer can be wired as both an
isolation transformer and buck—boost transformer.
Refer to wiring instructions for details.

wsuqe/0l 0P

il

3R
36/17

enouermot | COPPER

8‘ 05425“03580 H4

TITLE: 1 PHASE ENCAPSULATED TRANSFORMER | € %

NAMEPLATE INFORMATION m D)

P\ Hammond Power - o
. N

Fs @)

H SO|Utlons 'nc' 1 | nops| PP EDB UPDATE DES: _WWONG | Q Q

DATE: 03/11/20 )

No. | DaTE | BY REVISION SCALE: T8 |N M

1.0 jwen 2021/07/13 16:38



FRONT VIEW SIDE VIEW

[7.06] o 0.50
179 0.
[13] —— 6.25
5.38
B 7 =
161
\_ 0.28 DIA
[7] DIA
10.00 11.75 10.30
[254] [298] [262]
3 o |e 200
z a [ [51]
. 1.50 1.25
1.25 [38] r [32]
S TR t o
} | 0.28 DIA '
[7] DIA 0.5 X 0.75 KO __|

[13] X [19] KO

FRONT & BOTTOM PANEL IS HINGED FOR ACCESS TO
TERMINALS, BOTTOM MOUNTING HOLES AND REAR KNOCKOUT.

All Dimensions in inches[mm] ENCLOSURE COLOR : ANSI 61 GREY — OUTDOOR
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