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PHOTOMETRIC DATA PAGE 1
CANDLEPOWER ZONAL LUMEN SUMMARY
KDI200-2-4R-E8 ANGLE END 45  CROSS DEGREES LUMENS % LAMP % FIXTURE
TEST NO.=LA-T0281-1 0 1487 1487 1487 0-30 1158 20.0 23.1
LAMP TYPE=FO32T8 5 1867 1401 1412 040 1952 33.6 38.9
NO. OF LAMP=2 D R - Sy 060 3685 635 734
~ 1312 1343 1419 : :
LUMENS PER LAMP=2900 35 1191 1262 1336 090 5000 862 99.6
WATTS PER LAMP=32 45 999 1137 1222 90-120 18 0.3 0.4
- 55 800 979 1089 i
BALLAST FACTOR=1 = 8o o 90-150 18 0.3 0.4
PHOTOMETRY TYPE=C 75 389 470 429 90-180 8 03 0.4
85 174 124 67 0-180 5019 865  100.0
90 37 19 3
4" 95 16 12 0
= 1% 3 1 3 | Lumen Output = 5019 lumens
‘ L 125 1 0 0 Luminaire Efficiency = 86.5%
e 135 0 0 0
145 0 0 0
{QHG} 168 0 0 0 SPACING CRITERION
172 0 0 s ALONG ACROSS
| 11" | 180 0 0 0 1.25 1.38
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