
 2.27 

 16.62  2.25 
 1.25 

 26.44 

 28.71 

 .75 

 .13 

 MINIMUM SUBMERGED DEPTH 

 2.00 

 10.625+
-
.004
.000 

 12.375±.010 

1.13
KEY

LEAD WIRE LENGTH 
AS SPECIFIED ON 

CERTIFICATION

A

A

2-1/2-8 EXTERNAL
PIPE THREAD

8X .56
ON 11.50 BC

 22.5° 

 45° 

 6.56 

 8.62 

 .25 

 .13 

 1.2498+
-
.0002
.0003 

SECTION A-A

1/2-13  1.38

D

C

B

AA

B

C

D

12345678

8 7 6 5 4 3 2 1

06
69

30
-5

00

B DIM SHT 180TY (066930-017)

REV. DESC:

REV:

BY:

REVISED:

MODEL NO.

VERSION: TDR:

REF:

066930-500

NEW (REPLACES 180TY ON 066930-017)

ENWINB0

- 02:35:35 11/09/2015
-
00000095119900

066930-500

CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT BALDOR'S PRODUCT WILL PERFORM SUITABLY IN THE INTENDED APPLICATION
NOTES:

FACE RUNOUT AND ECCENTRICITY .008 MAX T.I.R.1.
PROTECTIVE CONDUIT FURNISHED BY CUSTOMER2.
WEIGHT (LBS):  2003.

DUTY MASTER ALTERNATING CURRENT MOTORS
SQUIRREL-CAGE INDUCTION

ENCLOSURE: TOTALLY ENCLOSED

SUBMERSIBLE
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