
EDP No./ Size
(A) Size Across

Flats
(B) Die

Thickness

(A) Size Across
Flats

(B) Die
Thickness

330M-8x1.25 0.820 5/16
330M-10x1.5 0.920 7/16
330M-12x1.25 1.100 1/2
330M-12x1.75 1.100 1/2
330M-14x1.5 1.300 1/2
330M-14x2 1.300 5/8
330M-16x2 1.300 5/8
330M-18x1.5 1.480 11/16
330M-18x2.5 1.480 11/16
330M-20x1.5 1.480 5/8
330M-20x2.5 1.480 11/16
330M-22x2.5 1.670 13/16
330M-24x3 2.050 15/16
330M-27x3 2.220 1-1/16

EDP No./ Size

330M-3.5x.6 0.710 1/4
330M-4x.7 0.710 1/4
330M-4.5x.75 0.710 1/4
330M-5x.8 0.710 1/4
330M-6x1 0.710 1/4
330M-7x1 0.820 5/16
330M-8x1 0.820 5/16

EDP No./ Size
(A) Size Across

Flats

Hexagon Rethreading Dies
List No. 330M
Metric / Carbon Steel

Hexagon Rethreading Dies
List No. 3308
8 Thread Special / Carbon Steel

3308-1-7/8 3
3308-2 3
3308-2-1/8 4
3308-2-1/4 4
3308-2-3/8 4
3308-2-1/2 4
3308-2-5/8 5
3308-2-3/4 5
3308-2-7/8 5
3308-3 5
3308-3-1/4 6
3308-3-1/2 6
3308-3-3/4 6
3308-4 6

Description: Use with any open
end, box or adjustable wrench.
Chamfered on both sides, double
the life of the single chamfer style.
Often referred to as thread chasers.
Application: For dressing over
bruised or rusty threads.

Description: Use with any open
end, box or adjustable wrench.
Chamfered on both sides, double the
life of the single chamfer style. Often
referred to as thread chasers.

Application: For dressing over
bruised or rusty threads.
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EDP No. /
Size No. of Flutes

3308-1-1/8
3308-1-1/4
3308-1-3/8
3308-1-1/2
3308-1-5/8
3308-1-3/4

2-1/2
2-1/2
2-1/2
2-1/2
3
3




