
STAINLESS STEEL HERA® 
HIGH-EFFICIENCY RIGHT ANGLE 
GEAR DRIVE TECHNICAL GUIDE
•  9 0 %  E F F I C I E N C Y 
•  U P  T O  2 X  M O R E  T O R Q U E  T H A N  S T A N D A R D  W O R M  S P E E D  R E D U C E R S
•  N O - H A S S L E  R E P L A C E M E N T  F O R  W O R M  G E A R  D R I V E S
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WHY STAINLESS STEEL HERA® GEAR DRIVES?
•	 Up to 40% more efficient than standard worm gearing
•	 Dimensionally interchangeable to up to 4 sizes of worm 

drives for inventory consolidation
•	 2 models can replace 6 sizes of worm speed reducers
•	 Smooth cast surface finish
•	 90% efficiency
•	 Up to 2X torque density of worm speed reducers
•	 No-hassle bolt-in replacement of major brands of worm 

speed reducers
•	 Bronze bushing quill liner in 56C and 143TC frames to prevent 

fretting and for easy motor removal (size 35 and 45 only) 

•	 Factory-filled with USDA H1 lubricant for application service 
life of the drive

•	 Dual lip seals configured for severe high pressure and 
chemical washdown environments

•	 316 stainless steel housings and 303 stainless steel shafts
•	 HACCP compatible
•	 BISSC certified
•	 Packaged with LEESON® all stainless motors
•	 Warranty expires three years from date of shipment*
•	 IP69K CERTIFIED to Withstand Sustained High Temperature 

High Pressure Washdown

SS HERA® GEAR DRIVE ORDERING INFORMATION

WORM SYSTEM

Annual Operating Cost (total): $1,211

SSHERA SYSTEM

Annual Operating Cost (total): $744

Cost of Motor
Inefficiency

Cost of Gearbox
Inefficiency

PRODUCT SEARCH & 3D MODEL CONFIGURATOR
•	User friendly
•	Quick navigation
•	Native CAD files
•	Find on the Hub City™ 

website under Tools > 
3D Model Configurator 
& CAD

ONLINE TOOLS

Go Online to Calculate Your Savings!
https://www.regalrexnord.com/brands/hub-city/tools-resources/

herasavingscalculator

SSHERA45 E S 28.01 143TC 1.438 (26) 0259-00245 0259-00216

Basic
Model

Input 
Style

Output 
Style

Exact 
Ratio

Frame 
Size

Bore 
Size

Size 
Reference

Shaft Kit B-Base Kit

| | | | | | | | |
SSHERA35 A: Shaft Input S: (Sleeve) See See See Stock Applies to (A) 

Shaft Input 
styles only.

See Dimensional 
Table for 

Available Sizes

See Accessories Pages 
For available AccessoriesSSHERA45 E: C-face Quill Hollow Ratings Dimensional Bores Table

P: C-face Bore Chart for Table for - or -
Coupled K: Unit accepts 

Hubloc® Keyless 
Bushing System

Available 
Ratios

Available Frame 
Sizes

KLS: Unit accepts 
HubLoc® Keyless 
Bushing System

* Except with respect to duration of the warranty period, the warranty specified in Regal Rexnord’s Standard Terms and Conditions of Sale applies.
   Available from www.regalrexnord.com (see bottom of page).

PATENTED
PAT. http://rbcm.biz/q=F3A63
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SELECT BASIC MODEL
Using the rating chart below, select basic model and ratio based on application HP, service 
factor, and output torque requirements (Please note color-coding for quick selection by motor 
HP). OR, if interchanging from competitor worm drive, use the interchange chart on page 15 
of this brochure to select the basic model.

HERA® Gear Drive Power Ratings (@ 1.0 Service Factor)
HERA35 HERA45 HERA55 HERA75

Nom. 
Ratio

INPUT 
RPM Eff. (%) Exact 

Ratio
Input 
HP

Output 
Torque  
(in. lbs.)

Exact 
Ratio

Input 
HP

Output 
Torque  
(in. lbs.)

Exact 
Ratio

Input 
HP

Output 
Torque  
(in. lbs.)

Exact 
Ratio

Input 
HP

Output 
Torque  
(in. lbs.)

7/1 2500 90 8.02 2.0 364 7.80 8.5 1504 7.94 13.0 2342 - - -
10/1 2500 90 11.42 2.0 518 11.36 7.5 1933 10.77 13.0 3177 9.58 18.0 3912
15/1 2500 90 15.60 2.0 708 15.60 7.0 2478 15.05 9.5 3244 15.05 15.0 5122
20/1 2500 90 19.93 2.0 905 19.50 5.9 2600 21.15 8.0 3839 21.15 13.0 6238
25/1 2500 90 23.33 2.0 1059 23.33 4.9 2600 25.00 7.9 4500  -  -  - 
30/1 2500 90 29.10 1.7 1100 28.01 4.1 2600 30.14 6.6 4500 30.14 12.4 8500
40/1 2500 90 43.53 1.1 1100 39.98 2.9 2600 43.97 4.5 4500 37.33 10.0 8500
50/1 2500 90 52.50 0.9 1100 52.50 2.2 2600 53.03 3.7 4500 53.03 7.1 8500
60/1 2500 90 58.33 0.8 1100 59.79 1.9 2600 58.92 3.4 4500 58.92 6.4 8500
7/1 1750 90 8.02 4.2 1100 7.80 8.5 2149 7.94 13.0 3346 - - -
10/1 1750 90 11.42 3.0 1100 11.36 7.1 2600 10.77 12.9 4500 9.58 27.4 8500
15/1 1750 90 15.60 2.2 1100 15.60 5.1 2600 15.05 9.2 4500 15.05 17.4 8500
20/1 1750 90 19.93 1.7 1100 19.50 4.1 2600 21.15 6.6 4500 21.15 12.4 8500
25/1 1750 90 23.33 1.5 1100 23.33 3.4 2600 25.00 5.6 4500  -  -  - 
30/1 1750 90 29.10 1.2 1100 28.01 2.9 2600 30.14 4.6 4500 30.14 8.7 8500
40/1 1750 90 43.53 0.8 1100 39.98 2.0 2600 43.97 3.2 4500 37.33 7.0 8500
50/1 1750 90 52.50 0.6 1100 52.50 1.5 2600 53.03 2.6 4500 53.03 4.9 8500
60/1 1750 90 58.33 0.6 1100 59.79 1.3 2600 58.92 2.4 4500 58.92 4.5 8500
7/1 1150 90 8.02 2.8 1100 7.80 6.8 2600 7.94 11.5 4500 - - -
10/1 1150 90 11.42 2.0 1100 11.36 4.6 2600 10.77 8.5 4500 9.58 18.0 8500
15/1 1150 90 15.60 1.4 1100 15.60 3.4 2600 15.05 6.1 4500 15.05 11.5 8500
20/1 1150 90 19.93 1.1 1100 19.50 2.7 2600 21.15 4.3 4500 21.15 8.1 8500
25/1 1150 90 23.33 1.0 1100 23.33 2.3 2600 25.00 3.6 4500  -  -  - 
30/1 1150 90 29.10 0.8 1100 28.01 1.9 2600 30.14 3.0 4500 30.14 5.7 8500
40/1 1150 90 43.53 0.5 1100 39.98 1.3 2600 43.97 2.1 4500 37.33 4.6 8500
50/1 1150 90 52.50 0.4 1100 52.50 1.0 2600 53.03 1.7 4500 53.03 3.2 8500
60/1 1150 90 58.33 0.4 1100 59.79 0.9 2600 58.92 1.6 4500 58.92 2.9 8500
7/1 850 90 8.02 2.1 1100 7.80 5.0 2600 7.94 8.5 4500 - - -
10/1 850 90 11.42 1.4 1100 11.36 3.4 2600 10.77 6.3 4500 9.58 13.3 8500
15/1 850 90 15.60 1.1 1100 15.60 2.5 2600 15.05 4.5 4500 15.05 8.5 8500
20/1 850 90 19.93 0.8 1100 19.50 2.0 2600 21.15 3.2 4500 21.15 6.0 8500
25/1 850 90 23.33 0.7 1100 23.33 1.7 2600 25.00 2.7 4500  -  -  - 
30/1 850 90 29.10 0.6 1100 28.01 1.4 2600 30.14 2.2 4500 30.14 4.2 8500
40/1 850 90 43.53 0.4 1100 39.98 1.0 2600 43.97 1.5 4500 37.33 3.4 8500
50/1 850 90 52.50 0.3 1100 52.50 0.7 2600 53.03 1.3 4500 53.03 2.4 8500
60/1 850 90 58.33 0.3 1100 59.79 0.7 2600 58.92 1.1 4500 58.92 2.2 8500
7/1 100 90 8.02 0.2 1100 7.80 0.6 2600 7.94 1.0 4500 - - -
10/1 100 90 11.42 0.2 1100 11.36 0.4 2600 10.77 0.7 4500 9.58 1.6 8500
15/1 100 90 15.60 0.1 1100 15.60 0.3 2600 15.05 0.5 4500 15.05 1.0 8500
20/1 100 90 19.93 0.1 1100 19.50 0.2 2600 21.15 0.4 4500 21.15 0.7 8500
25/1 100 90 23.33 0.08 1100 23.33 0.2 2600 25.00 0.3 4500  -  -  - 
30/1 100 90 29.10 0.07 1100 28.01 0.2 2600 30.14 0.3 4500 30.14 0.5 8500
40/1 100 90 43.53 0.04 1100 39.98 0.1 2600 43.97 0.2 4500 37.33 0.4 8500
50/1 100 90 52.50 0.04 1100 52.50 0.09 2600 53.03 0.2 4500 53.03 0.3 8500
60/1 100 90 58.33 0.03 1100 59.79 0.08 2600 58.92 0.1 4500 58.92 0.3 8500

Additional ratios from 70/1 to 420/1 are available by adding a Stainless Steel Helical Ratio Multiplier to SS HERA® GEAR DRIVE. SEE PAGE 14. 
All ratios will backdrive due to high efficiency gearing.

RATINGS

BASIC MODEL QUICK SELECTION BY MOTOR HP  
(1.0 Service Factor @ 1750 RPM Input)

Nom. Ratio 1/2 3/4 1 1-1/2 2 3 5 7-1/2 10 15 20
7/1 35 35 35 35 35 35 45 45 55 75 75
10/1 35 35 35 35 35 45 45 55 55 75 75
15/1 35 35 35 35 35 45 45 55 75 75
20/1 35 35 35 35 45 45 55 75 75
30/1 35 35 35 45 45 55 75 75
40/1 35 35 45 45 45 55 75
50/1 35 45 45 45 55 75
60/1 35 45 45 55 55 75

Consult factory for high  
efficiency right angle drives 
suited for these power ratings.
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SHAFT INPUT MODELS: SSHERA35AS & SSHERA45AS 

MODIFIED UNITS ARE AVAILABLE,
Consult factory:  

These units can be furnished with a solid output shaft 
on special orders. Stock Plug-In Shaft Kits also available. 
SEE PAGE 10

Shaft mounted units require torque arms. 
Torque arm bracket kits are available. 
SEE PAGE 13

INPUT SHAFT CAN BE ROTATED IN EITHER DIRECTION.

DOWNLOAD AVAILABLE CAD MODELS AT
 WWW.HUBCITYINC.COM

    

"J" KEYWAY

(2) SOCKET
SETSCREWS

EACH END

(4) “EE” NC

Note: Dual mounting pattern
 provided on SSHERA35

“GG” DEEP

"K" KEY (SUPPLIED)

“U” BORE

A I

F

H

G

T

S

B

E

D

AA

BB

DD

CC

C.D.

“X” KEYWAY

Note: Dimensions shown are for reference only.  Consult factory at 888-378-6245 or 
ptsgearingcustserv@regalrexnord.com for vertical shaft lubrication recommendations.

www.regalrexnord.com/HubCity
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MODEL C.D. A B D E AA BB CC DD EE GG

SSHERA35AS 2.509 4.26 1.35 2.062 5.92
4.188 2.094 2.750 1.375 5/16 UNC 0.63

5.000 2.500 2.875 1.438 3/8 UNC 0.69

SSHERA45AS 3.263 4.90 1.38 2.500 7.14 5.000 2.500 2.875 1.438 3/8 UNC 0.69

SHAFT INPUTMODELS: SSHERA35AS & SSHERA45AS 










MODEL B E

SSHERA35AS 1.178 5.750

SSHERA45AS 1.175 6.938

OPTIONAL MACHINED TOP
To order, specify model SSMHERA35AS OR SSMHERA45AS

*Sizes highlighted in green are quick ship options.  All others are quoted lead time and prices may be based on quantity ordered.

Note: Sleeve diameters shaded in green are quick ship sizes All others are quoted lead time and prices 
may be based on quantity ordered.

Mounting holes on 
the machined top are 
the same size and are 
located on the same 
pattern as the mounting 
holes on the bottom.










MODEL SIZE REF.* F G H I J K Wt. Lbs.

SSHERA35AS

18 1.56
.6245/.6235

1.94 4.88

3/16 X 3/32

3/16 SQ X 1-1/4

2921 1.81 2.19 5.13
3/16 SQ X 1-1/2

24 2.00 .7495/.7485 2.38 5.32

SSHERA45AS

24 2.00
.7495/.7485

2.38 5.50

3/16 X 3/32 3/16 SQ X 1-1/2 43
26 2.81 3.19 6.31

30 3.44
.8745/.8735

3.76 6.88

32 4.00 4.32 7.44

STOCK BORES
MODEL S T U X Key Furnished

SSHERA35AS 6.00 3.00

3/4 3/16 X 3/32 3/16 Sq.

7/8 3/16 X 3/32 3/16 Sq.

1 1/4 X 1/8 1/4 Sq.

1-1/8 1/4 X 1/8 1/4 Sq.

1-3/16 1/4 X 1/8 1/4 Sq.

1-1/4 1/4 X 1/8 1/4 Sq.

1-3/8 5/16 X 5/32 5/16 Sq.

1-7/16 3/8 X 1/8 3/8 X 5/16

SSHERA45AS 6.75 3.38

1 1/4 X 1/8 1/4 Sq.

1-1/8 1/4 X 1/8 1/4 Sq.

1-3/16 1/4 X 1/8 1/4 Sq.

1-1/4 1/4 X 1/8 1/4 Sq.

1-3/8 5/16 X 5/32 5/16 Sq.

1-7/16 3/8 X 1/8 3/8 X 5/16

1-1/2 3/8 X 1/8 3/8 X 5/16
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QUILL INPUT MODELS: SSHERA35ES & SSHERA45ES

B

E

D

C.D.

I2 R

AA

BB

CC
DD

“G”

M N

T

S

H2

H

IA

“U” BORE

“X” KEYWAY

(2) SOCKET
SETSCREWS

EACH END

“J” KEYWAY “L” PILOT DIA.

(4) “O” DIA.
EQUALLY SPACED

“K” B.C.

(4) “EE” NC

Note: Dual mounting pattern
 provided on SSHERA35

“GG” DEEP

MODIFIED UNITS ARE AVAILABLE,
Consult factory:  

These units can be furnished with a solid output shaft 
on special orders. Stock Plug-In Shaft Kits also available. 
SEE PAGE 10

Shaft mounted units require torque arms. 
Torque arm bracket kits are available. 
SEE PAGE 13

INPUT SHAFT CAN BE ROTATED IN EITHER DIRECTION.

DOWNLOAD AVAILABLE CAD MODELS AT
 WWW.HUBCITYINC.COM

    

B

E

D

C.D.

I2 R

AA

BB

CC
DD

“G”

M N

T

S

H2

H

IA

“U” BORE

“X” KEYWAY

(2) SOCKET
SETSCREWS

EACH END

“J” KEYWAY “L” PILOT DIA.

(4) “O” DIA.
EQUALLY SPACED

“K” B.C.

(4) “EE” NC

Note: Dual mounting pattern
 provided on SSHERA35

“GG” DEEP

MODIFIED UNITS ARE AVAILABLE,
Consult factory:  

These units can be furnished with a solid output shaft 
on special orders. Stock Plug-In Shaft Kits also available. 
SEE PAGE 10

Shaft mounted units require torque arms. 
Torque arm bracket kits are available. 
SEE PAGE 13

INPUT SHAFT CAN BE ROTATED IN EITHER DIRECTION.

DOWNLOAD AVAILABLE CAD MODELS AT
 WWW.HUBCITYINC.COM

    

www.regalrexnord.com/HubCity

Note: Dimensions shown are for reference only.  Consult factory at 888-378-6245 or 
ptsgearingcustserv@regalrexnord.com for vertical shaft lubrication recommendations.
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QUILL INPUTMODELS: SSHERA35ES & SSHERA45ES 

MODEL C.D. A B D E AA BB CC DD EE GG

SSHERA35ES 2.509 4.26 1.35 2.062 5.92
4.188 2.094 2.750 1.375 5/16 UNC 0.63

5.000 2.500 2.875 1.438 3/8 UNC 0.69

SSHERA45ES 3.263 4.90 1.38 2.500 7.14 5.000 2.500 2.875 1.438 3/8 UNC 0.69

OPTIONAL MACHINED TOP
To order, specify model SSMHERA35ES OR SSMHERA45ES

MODEL S T U X
Key  

Furnished

SSHERA35ES 6.00 3.00

3/4 3/16 X 3/32 3/16 Sq.

7/8 3/16 X 3/32 3/16 Sq.

1 1/4 X 1/8 1/4 Sq.

1-1/8 1/4 X 1/8 1/4 Sq.

1-3/16 1/4 X 1/8 1/4 Sq.

1-1/4 1/4 X 1/8 1/4 Sq.

1-3/8 5/16 X 5/32 5/16 Sq.

1-7/16 3/8 X 1/8 3/8 X 5/16

SSHERA45ES 6.75 3.38

1 1/4 X 1/8 1/4 Sq.

1-1/8 1/4 X 1/8 1/4 Sq.

1-3/16 1/4 X 1/8 1/4 Sq.

1-1/4 1/4 X 1/8 1/4 Sq.

1-3/8 5/16 X 5/32 5/16 Sq.

1-7/16 3/8 X 1/8 3/8 X 5/16

1-1/2 3/8 X 1/8 3/8 X 5/16

STOCK BORES

MODEL G H H2 I I2 J K L M N O R Wt. Lbs.

SSHERA35ES

56C 2.38

N/A 4.44 N/A 3/16 X 3/32 5.875 4.501/4.503

0.625

6.62 13/32 0.188 33

143TC 2.38 0.875

SSHERA45ES

56C 2.38

N/A 4.63 N/A 3/16 X 3/32 5.875 4.501/4.503

0.625

6.62 13/32 0.188 47

143TC 2.38 0.875

182TC N/A 2.89 N/A 5.06 1/4 X 1/8 7.250 8.501/8.503 1.125 9.01 17/32 0.188 50










MODEL B E

SSHERA35ES 1.178 5.750

SSHERA45ES 1.175 6.938

Mounting holes on 
the machined top are 
the same size and 
are located on the 
same pattern as the 
mounting holes on the 
bottom.










Note: Sleeve diameters shaded in green are quick ship sizes All others are quoted lead 
time and prices may be based on quantity ordered.



8

COUPLED INPUT MODELS: SSHERA35PS & SSHERA45PS 

“J” KEYWAY “L” PILOT DIA.

(4) “O” DIA.
EQUALLY SPACED “K” B.C.

(2) SOCKET
SETSCREWS

EACH END
“U” BORE

“X” KEYWAY

B

A I

H

H2

M N

“G”

I2

AA

BB

CC

DD

R

S

T

E

D

C.D.

(4) “EE” NC

Note: Dual mounting pattern
 provided on SSHERA35

“GG” DEEP

MODIFIED UNITS ARE AVAILABLE,
Consult factory:  

These units can be furnished with a solid output shaft 
on special orders. Stock Plug-In Shaft Kits also available. 
SEE PAGE 10

Shaft mounted units require torque arms. 
Torque arm bracket kits are available. 
SEE PAGE 13

INPUT SHAFT CAN BE ROTATED IN EITHER DIRECTION.

DOWNLOAD AVAILABLE CAD MODELS AT
 WWW.HUBCITYINC.COM

    

“J” KEYWAY “L” PILOT DIA.

(4) “O” DIA.
EQUALLY SPACED “K” B.C.

(2) SOCKET
SETSCREWS

EACH END
“U” BORE

“X” KEYWAY

B

A I

H

H2

M N

“G”

I2

AA

BB

CC

DD

R

S

T

E

D

C.D.

(4) “EE” NC

Note: Dual mounting pattern
 provided on SSHERA35

“GG” DEEP

MODIFIED UNITS ARE AVAILABLE,
Consult factory:  

These units can be furnished with a solid output shaft 
on special orders. Stock Plug-In Shaft Kits also available. 
SEE PAGE 10

Shaft mounted units require torque arms. 
Torque arm bracket kits are available. 
SEE PAGE 13

INPUT SHAFT CAN BE ROTATED IN EITHER DIRECTION.

DOWNLOAD AVAILABLE CAD MODELS AT
 WWW.HUBCITYINC.COM

    

www.regalrexnord.com/HubCity

Note: Dimensions shown are for reference only.  Consult factory at 888-378-6245 or 
ptsgearingcustserv@regalrexnord.com for vertical shaft lubrication recommendations.
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COUPLED INPUTMODELS: SSHERA35PS & SSHERA45PS 

MODEL C.D. A B D E AA BB CC DD EE GG

SSHERA35PS 2.509 4.26 1.35 2.062 5.92
4.188 2.094 2.750 1.375 5/16 UNC 0.63

5.000 2.500 2.875 1.438 3/8 UNC 0.69

SSHERA45PS 3.263 4.90 1.38 2.500 7.14 5.000 2.500 2.875 1.438 3/8 UNC 0.69

OPTIONAL MACHINED TOP
To order, specify model SSMHERA35PS OR SSMHERA45PS 

MODEL S T U X
Key 

Furnished

SSHERA35PS 6.00 3.00

3/4 3/16 X 3/32 3/16 Sq.

7/8 3/16 X 3/32 3/16 Sq.

1 1/4 X 1/8 1/4 Sq.

1-1/8 1/4 X 1/8 1/4 Sq.

1-3/16 1/4 X 1/8 1/4 Sq.

1-1/4 1/4 X 1/8 1/4 Sq.

1-3/8 5/16 X 5/32 5/16 Sq.

1-7/16 3/8 X 1/8 3/8 X 5/16

SSHERA45PS 6.75 3.38

1 1/4 X 1/8 1/4 Sq.

1-1/8 1/4 X 1/8 1/4 Sq.

1-3/16 1/4 X 1/8 1/4 Sq.

1-1/4 1/4 X 1/8 1/4 Sq.

1-3/8 5/16 X 5/32 5/16 Sq.

1-7/16 3/8 X 1/8 3/8 X 5/16

1-1/2 3/8 X 1/8 3/8 X 5/16

STOCK BORES

MODEL G H H2 I I2 J K L M N O R Wt. Lbs.

SSHERA35PS

56C 2.25

N/A 7.57 N/A 3/16 X 3/32 5.875 4.501/4.503

0.625

6.62 13/32 0.188 38

143TC 0.875

SSHERA45PS

56C

2.26 N/A 7.76 N/A 3/16 X 3/32 5.875 4.501/4.503

0.625

6.62 13/32 0.188 52

143TC 0.875

182TC N/A 3.25 N/A 8.76 1/4 X 1/8 7.250 8.501/8.503 1.125 9.01 17/32 0.188 62










MODEL B E

SSHERA35PS 1.178 5.750

SSHERA45PS 1.175 6.938

SERIES

BASE UNIT REQUIRED
C-FLANGE  

KIT NO.

SHIPPING 

WT. LBS.
G

MODEL SIZE FEF.

SSHERA35 SSHERA35AS 24

0259-00232 10 56C

0259-00233 10 143TC

SSHERA45 SSHERA45AS 24

0259-00232 10 56C

0259-00233 10 143TC

0259-00234 21 182TC

NEMA®* “C” FLANGE ADAPTOR KITS

Mounting holes on the 
machined top are the same 
size and are located on 
the same pattern as the 
mounting holes on the 
bottom.








Note: Sleeve diameters shaded in green are quick ship sizes All others are quoted 
lead time and prices may be based on quantity ordered.

* NEMA is believed to be the trademark and/or trade name of National Electrical 
Manufacturers Association and is not owned or controlled by Regal Rexnord Corporation. 

Nema C-Flange Adaptor Kits can be ordered separately and attached to SSHERA_AS models. See chart for 
base unit requirements onto which they can be attached.

Bore tolerance nominal + .0025
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Double Extended
Single Extended

Note: Single Extended Kit can be 
installed from either side.

SHAFT KITS

BUSHING KITS

Series Size 
Ref.

Stock Bore
Required

Double Ext 
Kit No.

Single Ext 
Kit No.

S T T2 U V W W2 X Y Key(s)  
Furnished

WT. 
LBS.

SSHERA35

18

1.438

0259-00235 0259-00236 8.62 4.31 3.22 0.875 1.93 1.13 1.09 3/16 x 3/32 0.88 3/16 SQ X7/8 4.1

21 0259-00237 0259-00238 9.38 4.69 3.22 1.000 2.31 1.51 1.47 1/4 X 1/8 1.25 1/4 SQ X 1-1/4 4.2

24 0259-00239 0259-00240 10.28 5.14 3.22 1.125 2.76 1.96 1.92 1/4 X 1/8 1.75 1/4 SQ X 1-1/2 5.0

SSHERA45

24

1.438

0259-00241 0259-00242 10.28 5.14 3.70 1.125 2.50 1.52 1.44 1/4 X 1/8 1.31 1/4 SQ X 1-1/4 5.5

26 0259-00243 0259-00244 11.25 5.63 3.70 1.125 2.99 2.00 1.93 1/4 X 1/8 1.75 1/4 SQ X 1-1/2 5.8

30 0259-00245 0259-00246 13.50 6.75 3.70 1.250 4.11 3.13 3.05 1/4 X 1/8 2.25 1/4 SQ X 2-1/4 7.0

32 0259-00247 0259-00248 14.12 7.06 3.70 1.375 4.42 3.44 3.39 5/16 X 5/32 2.50 5/16 SQ X 2-3/8 7.5

PLUG-IN SHAFT KITS

BRONZE OUTPUT BUSHING KITS 
Bronze Output Bushing Kits provide a means to  
adapt the Stock Bore hollow bore diameter to the 
most popular shaft diameters on driven equipment. 
Quick and easy installation. Bushing Kits fit both  
Models SSHERA35 and SSHERA45. 

Note: 1.438” stock bore required. Bushing Kits include one 
drive bushing (keyed), one support bushing (non-keyed), keys 
and set screws for mounting.

SERIES
BUSHING 

KIT 
NUMBER

BORE 
SIZE

BUSHING 
LENGTH

DRIVEN 
SHAFT 

KEYWAY

SSHERA35 & 
SSHERA45 0259-00256 1.000 (2) @ 2.00” ea. 3/16 x 

3/32

SSHERA35 & 
SSHERA45 0259-00257 1.250 (2) @ 2.00” ea. 1/4 x 1/8

SS HERA® GEAR DRIVE ACCESSORIES

Three Phase 1800 RPM 
C-Face Footless

HP FRAME CAT. NO. WEIGHT ENCL
1/2 56C 117127.00 43 TENV
3/4 56C 117129.00 46 TENV
1 56C 119512.00 53 TEFC

1 1⁄2 56C 119520.00 55 TEFC
2 56C 119524.00 60 TEFC

Green Items are Premium Efficient

LEESON® WASHGUARD® MOTORS
EXTREME DUCK® ULTRA WASHGUARD ALL-STAINLESS MOTORS 
THREE PHASE - STANDARD & NEMA®* PREMIUM RATINGS

Featuring:
•	 IP69 certified enclosure 

protection 
•	 Fully encapsulated internal 

epoxy encapsulation reduces 
points of entry for contaminants 
and eliminates need for drain 
plugs and breathers 

•	 Two-piece shaft seal technology 
provides three points of 
protection on both ends of the 
motor 

Note: All plug-in shaft kits require a stock output sleeve bore of 1.438” for all SSHERA models.

Bronze Output Bushing Kits
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Washguard® Motors
Extreme Duck® UltraWashguard All-Stainless Motors
Three Phase - Standard & NEMA® Premium Ratings

Three Phase -Totally Enclosed - C FaceWith Base - IP69

HP

SYN
RPM
60 Hz

NEMA
Frame

Catalog
Number S

to
ck List

Price Model Number

App.
Wgt.
(lbs) Voltage

F. L.
Amps

@ 230 V
% F.L.
Eff.

Service
Factor

“C”
Dim.

(Inches) Notes

1/2 3600 56C 117118.00 √ 1,763 CZ6T34TK1 39 208-230/460 1.6 82.5 1.15 10.47 S, US, 12

1/2 1800 S56C 103411.00 √ 1,744 CZ4T17TK1 33 208-230/460 1.8 76.0 1.15 11.49 S, US, 12

1/2 1800 56C 117119.00 √ 1,855 CZ6T17TK1 44 208-230/460 1.6 78.5 1.15 10.97 S, US, 12

1/2 1200 56C 119266.00 √ 1.979 CZ6T11TK1 43 208-230/460 2.3 77.0 1.15 11.71 S, US, 12

3/4 3600 56C 117120.00 √ 1,825 CZ6T34TK2 49 208-230/460 2.4 84.0 1.15 10.72 S, US, 12

3/4 1800 S56C 103412.00 √ 1,855 CZ4T17UK1 39 208-230/460 2.4 77.0 1.15 12.50 S, US, 13

3/4 1800 56C 117121.00 √ 1,925 CZ6T17TK2 47 208-230/460 2.3 80.0 1.15 11.47 S, US, 12

3/4 1200 56C 119267.00 √ 2,045 CZ6T11TK2 50 208-230/460 3.0 78.5 1.15 13.21 S, US, 12

1 3600 56C 117122.00 √ 1,959 CZ6T34TK3 48 230/460 2.6 77.0 1.15 11.22 S, US, 12

1 1800 56C 119975.00 √ 2,135 CZ6T17TK5 53 230/460 2.8 85.5 1.15 13.21 S, US, 12

1 1800 56C 119511.00 √ 2,135 CZ6T17UK1 53 208-230/460 3.2 85.5 1.15 11.94 S, US, 13

1 1800 143TC 122219.00 √ 2,164 CZ145T17WK2 55 208-230/460 3.2 85.5 1.15 12.50 S, US, 13

1 1200 56C 119513.00 √ 2,343 CZ6T11UK1 58 230/460 3.8 82.5 1.15 12.69 S, US, 13

1 1⁄2 3600 143TC G121748.00 D — CZ143T34WK4 54 230/460 4.0 82.5 1.15 11.25 S, US, 13

1 1⁄2 3600 143TC 121879.00 √ 2,224 CZ143T34UK1 54 230/460 4.0 84.0 1.15 11.75 S, US, 13

1 1⁄2 1800 56C 119522.00 √ 2,204 CZ6T17UK2 58 230/460 4.8 86.5 1.15 12.44 S, US, 13

1 1⁄2 1800 145TC 121880.00 √ 2,216 CZ143T17UK1 58 230/460 4.8 86.5 1.15 12.75 S, US, 13

2 3600 145TC 121881.00 √ 2,570 CZ145T34UK1 62 230/460 4.8 85.5 1.15 12.75 S, US, 13

2 1800 56HC 119523.00 √ 2,585 CZ6T17UK3 63 208-230/460 5.8 86.5 1.15 13.19 S, US, 13

2 1800 145TC 121882.00 √ 2,598 CZ145T17UK1 64 230/460 5.8 86.5 1.15 13.25 S, US, 13

3 3600 56C 119526.00 √ 2,660 CZ6T34UK1 65 230/460 8.0 86.5 1.15 12.94 S, US, 13

3 3600 184TC 132646.00 √ 3,112 C182T34UK1 85 230/460 7.6 86.5 1.15 -- S, MX, 13

3 1800 184TC 132647.00 √ 3,103 C182T17UK1 90 230/460 7.8 89.5 1.15 15.78 S, MX, 13

5 3600 184TC 132648.00 √ 3,117 C184T34UK1 103 230/460 12.4 88.5 1.15 15.78 S, MX, 13

5 1800 184TC 132649.00 √ 3,111 CZ184T17UK1 101 230/460 12.6 89.5 1.15 15.78 S, MX, 13

7 1/2 3600 213TC 141409.00 √ 4,167 C213T17UK1 168 230/460 18.6 89.5 1.15 -- S, MX, 13

7 1/2 1800 213TC 141410.00 √ 4,477 C213T17UK1 173 230/460 19.2 91.7 1.15 -- S, MX, 13

10 3600 215TC 141411.00 √ 4,482 C215T34UK1 182 230/460 23.6 90.2 1.15 19.18 S, MX, 13

10 1800 215TC 141412.00 √ 5,007 CZ215T17UK1 203 230/460 26.4 91.7 1.15 19.18 S, MX, 13

Green items are Premium Efficient
D - Item to be discontinued once inventory is depleted
Note 12 - TENV
Note 13 - TEFC

 Note listing on inside back flap
Specifications are subject to change without notice

2015
Winner

Features:
• IP69 certified enclosure protection

• Fully encapsulated internal epoxy encapsulation reduces
points of entry for contaminants and eliminates need for
drain plugs and breathers

• Two-piece shaft seal technology provides three points of
protection on both ends of the motor

• Easily removed Q-Car™ rotor cartridge makes bearing
replacement ultra simple

• 360° rotatable round conduit box for convenient wire
placement

• Colored, non-wicking, chemical and abrasion-resistant leads
for easy connection and installation

NEMA is believed to be the trademark of National Electrical
Manufacturers Corporation, and is not owned or controlled by
Regal Beloit Corporation.

•	 Easily removed Q-Car™ rotor 
cartridge makes bearing 
replacement ultra simple 

•	 360° rotatable round conduit 
box for convenient wire 
placement 

•	 Colored, non-wicking, 
chemical and abrasion-
resistant leads for easy 
connection and installation 

* NEMA is believed to be the trademark and/or trade name of the National Electrical Manufacturers Association and is not owned or controlled by Regal Rexnord Corporation.
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HUBLOC® KEYLESS BUSHING SYSTEM 
FEATURES:

•	The HubLoc system creates a keyless, backlash-
free mechanical interference fit that eliminates 
the micromovement that causes fretting and cold 
welding.

•	Self-centering design achieves optimum 
concentricity and eliminates oscillation in shaft 
mounted applications.

•	HubLoc system can be installed easily in a few 
minutes requiring only standard hand tools.

•	 Is easily uninstalled using threaded push-off 
holes.

•	New HubCap™ bolt-on split covers are made of 
stamped 304/304L stainless steel, .050" thickness 
and feature a removeable knock-out for output 
shaft protrusion.

HubLoc Kit contains(2) Bushing Sets and (4) HubCap Stainless 
Steel split cover halves.

Note: HubCap Safety Cover Kits can be ordered separately.  
Each kit contains two cover halves and mounting fasteners

SS HERA® GEAR DRIVE ACCESSORIES

Choose HubLoc Kit based on desired bore size.

HubLoc Model Bores HubLoc Kit Model

Stainless Steel HubLoc® Kits HL10SS

1.000 HL10SS100K*

1.188 HL10SS103K*

1.250 HL10SS104K*

1.375 HL10SS106K*

1.438 HL10SS107K*

* Stock Kit.

HUBLOC® KEYLESS BUSHING ORDERING INFORMATION

STOCK MODEL DIMENSIONS

MODELS A B C E F G OD

SSHERA35EK 4.63 4.25 2.25 0.39 0.16 3.48 3.23

SSHERA45EK 4.89 4.50 2.25 0.40 0.16 3.48 3.23

KEYLESS OUTPUT

B

OD

E

C

AB

F

BORE
G

MODEL SAFETY COVER KIT

SSHERA35 0259-00375  

SSHERA45 0259-00375  
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- B - �interchange base (required if interchanging 
to larger size worm gear reducer) provides 
appropriate “D” dimension and tapped 
mounting hole dimensions & pattern

- T - �Base  (includes B-base above) provides means 
to bolt unit from above mounting surface and 
matches competitor worm mounting base bolt 
patterns

Series Size Ref. B-Base  
Kit No. D V AA BB CC DD EE Shipping 

Wt. Lbs.

SSHERA35
21 0259-00213 2.281 0.22 5.00 2.50 2.88 1.44 3/8 UNC 1.7

24 0259-00214 2.500 0.44 5.00 2.50 2.88 1.44 3/8 UNC 3.1

SSHERA45

26 0259-00215 2.938 0.44 6.38 3.19 3.38 1.69 3/8 UNC 4.0

30 0259-00216 3.250 0.75 7.00 3.50 4.00 2.00 7/16 UNC 9.0

32 0259-00217 3.500 1.00 7.50 3.75 4.00 2.00 7/16 UNC 12.0

BASE KITS

Series Size Ref. T-Base  
Kit No. D V AA BB CC DD EE Shipping 

Wt. Lbs.

SSHERA35

18 0259-00218 2.750 0.69 5.75 2.88 4.50 2.25 0.41 8.5

21 0259-00219 3.000 0.72 6.38 3.19 4.69 2.34 0.47 11.8

24 0259-00220 3.250 0.75 7.06 3.53 4.88 2.44 0.47 14.9

SSHERA45

24 0229-00221 3.250 0.75 7.06 3.53 4.88 2.44 0.47 12.0

26 0259-00222 3.688 0.75 8.00 4.00 5.25 2.63 0.53 17.6

30 0259-00223 4.000 0.75 8.44 4.22 5.88 2.94 0.53 25.1

32 0259-00224 4.375 0.88 9.50 4.75 6.13 3.06 0.53 35.5

B - BASE KITS

T - BASE KITS

VERTICAL BASE KITS
SERIES VERTICAL 

BASE KIT NO.
Shipping 
WT. LBS. A B D D1

SSHERA35 0259-00281 7.0 8.25 5.00 3.00 4.38

SSHERA45 0259-00282 10.0 9.94 6.00 3.38 5.25

SERIES F G H J K V

SSHERA35 7.37 4.50 0.44 4.00 2.00 0.25

SSHERA45 8.81 5.38 0.50 4.88 2.44 0.38



















Note: Vertical base kit can only be attached to machined top version (Models SSMHERA35 and SSMHERA45)

B-Base
SS HERA B-bases provide a drop-in 
mounting solution when replacing 
comparable rated worm gear reducers

T-Base
SS HERA T-bases provide a drop-in mounting 
solution when replacing comparable rated 
worm gear reducers that are also utilizing a 
horizontal mounting base.

(4) “EE” UNC Tapped (4) “EE” THRU DIA

D

V AA
BB

DD

CC

D

V

AA
BB

DD

CC

Base Kits

SS HERA® GEAR DRIVE ACCESSORIES
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“YY”  B.C.

TT

S
Z T

SS

(4) “XX” DIA.
EQUALLY SPACED

Note: Flange Kit can be 
installed on either side.

SIDE MOUNTING

F - FLANGE KITS

TORQUE ARM BRACKETS

TORQUE PLATE KITS (SIDE MOUNTED)

SERIES TORQUE ARM 

KIT NO.

A D D2 Shipping 

WT. LBS.

SSHERA35 0279-00820 3.25 2.062 3.688 4.0

SSHERA45 0279-00820 3.25 2.500 4.438 4.0

SERIES TORQUE PLATE  

KIT NO.

A B Shipping 

WT. LBS.

SSHERA35 0259-00311 5.12 0.53 3.0

SSHERA45 0259-00312 5.12 0.53 3.5

Series Size Ref. F-Flange 
Kit No. S T Z SS TT XX YY Shipping 

Wt. Lbs.

SSHERA35

18 0259-00225 0.19 3.00 3.19 0.38 6.50 0.34 5.875 5.5

21 0259-00226 0.56 3.00 3.56 0.44 7.88 0.41 7.000 6.5

24 0259-00227 0.50 3.00 3.50 0.44 8.38 0.41 7.500 7.3

SSHERA45

24 0259-00228 0.50 3.38 3.88 0.44 8.38 0.41 7.500 7.3

26 0259-00229 0.06 3.38 3.44 0.50 8.88 0.41 8.000 8.6

30 *0259-00230 -0.10 3.38 3.28 0.50 9.88 0.41 9.000 8.4

*Factory modifications required if used with quill style input models.

A machined top version (Models 
SSMHERA35 & SSMHERA45)
required if mounting torque arm 
bracket to the top of the housing.

A

D2

D

A

Torque plate can be installed
on either side of gear drive
in (3) possible orientations.

A

“B”
DIA.

SS HERA® GEAR DRIVE ACCESSORIES
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STAINLESS STEEL HELICAL HERA®

COMPOUND SPEED REDUCER ASSEMBLIES

HUB CITY™ CLEANLINE™ GEAR DRIVES 
STAINLESS STEEL HELICAL HERA® 
COMPOUND SPEED REDUCER ASSEMBLIES

A stainless steel helical ratio multiplier, when coupled with a C-faced SS HERA® Gear Drive (see illustration) can create 
an efficient compound speed reducer assembly. Please refer to rating chart example below for selection instructions.

SSHERA® 

UNIT

SS HELICAL 

RATIO MULTIPLIER
A E I S

SSHERA35 SSRM1Q 4.26 5.93 9.55 6.00

SSHERA45 SSRM1Q 4.90 7.14 9.74 6.75

NOTE:  INPUT FRAME SIZE OF SS HERA® gear drive MUST match OUTPUT frame size of 
Stainless Steel Helical Ratio Multiplier.

SS Helical HERA® Compound Reduction Mechanical Ratings
RATINGS @ 1750 INPUT RPM, I.00 SERVICE FACTOR
USE CHARTS BELOW WHEN COUPLING A STAINLESS STEEL HELICAL RATIO MULTIPLIER WITH A SS HERA® GEAR DRIVE

TOTAL 
RATIO

OUTPUT 
RPM

SSHERA 
MODEL

SSHERA 
RATIO

SSRM 
RATIO

INPUT 
HP

OUTPUT 
TORQUE

79.73 21.9 SSHERA35 15.60 5.111 0.45 1,100
85.22 20.5 SSHERA35 11.42 7.462 0.42 1,100
89.50 19.6 SSHERA35 43.53 2.056 0.40 1,100
101.86 17.2 SSHERA35 19.93 5.111 0.35 1,100
107.94 16.2 SSHERA35 52.50 2.056 0.33 1,100
116.40 15.0 SSHERA35 29.10 4.000 0.31 1,100
119.93 14.6 SSHERA35 58.33 2.056 0.30 1,100

2. Select by Input HP or Output 
Tq required for your application

4. Order SSRM1 model 
and ratio listed here 

E

A I

S

Note: Output TQ measured in in-lb.
All ratios will backdrive due to high efficiency gearing.

COMPOUND HERA

1. Select Total 
Ratio Desired

3. Order C-face model of 
SSHERA model and ratio 
listed here

Note: Units 
must be ordered 
separtely.

Note: SSRM1Q available with 56C or 140TC input frame 
sizes and 56C or 140TC output frame sizes.

TOTAL RATIO OUTPUT RPM SS HERA MODEL SSHERA RATIO SSRM RATIO INPUT HP OUTPUT TORQUE

79.73 21.9 SSHERA35 15.60 5.111 0.45 1,100
85.22 20.5 SSHERA35 11.42 7.462 0.42 1,100
89.50 19.6 SSHERA35 43.53 2.056 0.40 1,100
101.86 17.2 SSHERA35 19.93 5.111 0.35 1,100
107.94 16.2 SSHERA35 52.50 2.056 0.33 1,100
116.40 15.0 SSHERA35 29.10 4.000 0.31 1,100
119.93 14.6 SSHERA35 58.33 2.056 0.30 1,100
127.50 13.7 SSHERA35 43.53 2.929 0.28 1,100
148.73 11.8 SSHERA35 29.10 5.111 0.24 1,100
170.85 10.2 SSHERA35 58.33 2.929 0.21 1,100
174.12 10.1 SSHERA35 43.53 4.000 0.21 1,100
210.00 8.3 SSHERA35 52.50 4.000 0.17 1,100
222.48 7.9 SSHERA35 43.53 5.111 0.16 1,100
233.32 7.5 SSHERA35 58.33 4.000 0.15 1,100
268.33 6.5 SSHERA35 52.50 5.111 0.13 1,100
298.12 5.9 SSHERA35 58.33 5.111 0.12 1,100
324.82 5.4 SSHERA35 43.53 7.462 0.11 1,100
391.76 4.5 SSHERA35 52.50 7.462 0.09 1,100
435.26 4.0 SSHERA35 58.33 7.462 0.08 1,100
79.73 21.9 SSHERA45 15.60 5.111 1.06 2,600
99.66 17.6 SSHERA45 19.50 5.111 0.85 2,600
107.94 16.2 SSHERA45 52.50 2.056 0.78 2,600
112.04 15.6 SSHERA45 28.01 4.000 0.75 2,600
116.41 15.0 SSHERA45 15.60 7.462 0.73 2,600
117.10 14.9 SSHERA45 39.98 2.929 0.72 2,600
122.93 14.2 SSHERA45 59.79 2.056 0.69 2,600
143.16 12.2 SSHERA45 28.01 5.111 0.59 2,600
153.77 11.4 SSHERA45 52.50 2.929 0.55 2,600
159.92 10.9 SSHERA45 39.98 4.000 0.53 2,600
175.12 10.0 SSHERA45 59.79 2.929 0.48 2,600
204.34 8.6 SSHERA45 39.98 5.111 0.41 2,600
210.00 8.3 SSHERA45 52.50 4.000 0.40 2,600
239.16 7.3 SSHERA45 59.79 4.000 0.35 2,600
268.33 6.5 SSHERA45 52.50 5.111 0.31 2,600
298.33 5.9 SSHERA45 39.98 7.462 0.28 2,600
305.59 5.7 SSHERA45 59.79 5.111 0.28 2,600
391.76 4.5 SSHERA45 52.50 7.462 0.22 2,600
446.15 3.9 SSHERA45 59.79 7.462 0.19 2,600
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INTERCHANGE
Worm Center Distance (inches)

1.
75

2.
38

2.
06

2.
63

3.
25

3.
00

Output Torque 1,100 in-lbs 2,600 in-lbs

Example:
Model SSHERA45 is the same 
size as a 2.38” worm, with the 
torque capacity and ability to
interchange up to a 3.25” worm.

SSHERA 35

SSHERA 45

Solid Output Shaft-NEMA C Flange Reducer (Quill Input)

CENTER DISTANCE (Inches) 1.75 2.06 2.38 2.62 3.00 3.25

SSHERA-ES w/plug-in shaft kit
SSHERA35ES SSHERA35ES* SSHERA35ES*

SSHERA45ES SSHERA45ES* SSHERA45ES* SSHERA45ES*

BALDOR®** F918 F921 F924 F926 F930 F932

Dodge® Tigear®-2** 17Q 20Q 23Q 26Q 30Q —

Solid Output Shaft-NEMA C Flange Reducer (Coupled Input)

CENTER DISTANCE (Inches) 1.75 2.06 2.38 2.62 3.00 3.25

SSHERA-PS w/plug-in shaft kit
SSHERA35PS SSHERA35PS* SSHERA35PS*

SSHERA45PS SSHERA45PS* SSHERA45PS* SSHERA45PS*

BALDOR** LF918 LF921 LF924 LF926 LF930 LF932

Dodge Tigear-2** 17A 20A 23A 26A 30A —

Solid Output Shaft-Non-Flanged Reducer (Basic Unit)

CENTER DISTANCE (Inches) 1.75 2.06 2.38 2.62 3.00 3.25

SSHERA-AS w/plug-in shaft kit
SSHERA35AS SSHERA35AS* SSHERA35AS*

SSHERA45AS SSHERA45AS* SSHERA45AS* SSHERA45AS*

BALDOR** S918 S921 S924 S926 S930 S932

Dodge Tigear-2** 17S 20S 23S 26S 30S —

Hollow Output Shaft-NEMA C Flange Reducer (Quill Input)

CENTER DISTANCE (Inches) 1.75 2.06 2.38 2.62 3.00 3.25

SSHERA-ES
SSHERA35ES SSHERA35ES* SSHERA35ES*

SSHERA45ES SSHERA45ES* SSHERA45ES* SSHERA45ES*

BALDOR** HF918 HF921 HF924 HF926 HF930 HF932

Dodge Tigear-2** 17QH 20QH 23QH 26QH 30QH —

Hollow Output Shaft-NEMA C Flange Reducer (Coupled Input)

CENTER DISTANCE (Inches) 1.75 2.06 2.38 2.62 3.00 3.25

SSHERA-PS
SSHERA35PS SSHERA35PS* SSHERA35PS*

SSHERA45PS SSHERA45PS* SSHERA45PS* SSHERA45PS*

BALDOR** HLF918 HLF921 HLF924 HLF926 HLF930 HLF932

Dodge Tigear-2** 17AH 20AH 23AH 26AH 30AH —

Hollow Output Shaft - Non-Flanged Reducer (Basic Unit)

CENTER DISTANCE (Inches) 1.75 2.06 2.38 2.62 3.00 3.25

SSHERA-AS
SSHERA35AS SSHERA35AS* SSHERA35AS*

SSHERA45AS SSHERA45AS* SSHERA45AS* SSHERA45AS*

BALDOR** HS918 HS921 HS924 HS926 HS930 HS932

Dodge Tigear-2** 17SH 20SH 23SH 26SH 30SH —

*B-Interchange Base Kit required for foot mounting (see accessory page 12).
Information for reference only, consult factory at 888-378-6245 or ptsgearingcustserv@regalrexnord.com for information on your specific application.

COMPETITOR INTERCHANGE GUIDE

**The following trade names, trademarks and/or registered trademarks are used in this material by Regal Rexnord Corporation for comparison 
purposes only, are NOT owned or controlled by Regal Rexnord Corporation and are believed to be owned by the following parties.  Baldor: ABB 
ASEA Brown Boveri Ltd.; Dodge and Tigear: Baldor Electric Company.

WORM REDUCER 
INTERCHANGE



The proper selection and application of products and components, including assuring that the product is safe 
for its intended use, are the responsibility of the customer. To view our Application Considerations, please visit 
https://www.regalrexnord.com/Application-Considerations. 

To view our Standard Terms and Conditions of Sale, please visit https://www.regalrexnord.com/Terms-and-Condi-
tions-of-Sale (which may redirect to other website locations based on product family). 

Industrial Powertrain Solutions
Regal Rexnord
Customer Service: 	800-482-2489
Technical Service: 	605-225-0360
hubsales@regalrexnord.com

regalrexnord.com

“Regal Rexnord” is not indicative of legal entity. Refer to product purchase documentation for the applicable legal entity.

Regal Rexnord, Cleanline, HERA, HubCap, Hubloc, Hub City, Powerwash are trademarks of Regal Rexnord Corporation or 
one of its affiliated companies.
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