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Floor Boxes
Complies with UL514A

Features and Benefits

The AFBS1R4 floor box was designed for use in raised access 
or wood floors. It installs easily into a 4 inch diameter hole and 
is retained by two sets of retaining barbs on the side. Electrical 
connections are made below the walking surface to protect 
the electrical devices and increase safety by reducing tripping 
hazards. Intended for areas that require basic power requirements 
- one duplex, a duplex with two data jacks or a quadplex – the 
unobtrusive design will blend into any setting. Available in six 
architectural finishes and utilizing a flange that is ADA compliant 
at 1/8 inch thick, Hubbell SystemOne Floor Boxes harmonize 
aesthetics with function and safety.

• UL listed, scrub water compliant

• Plenum rated box assembly

SystemOne 4 inch Recessed Floor Box,  
for Raised Access and Wood Floors

Covers

• Durable die-cast aluminum cover

• 1,000 lbs, static load rated cover

• Available in six architectural finishes

Box Design
• Durable die-cast aluminum box 

construction
• Flexible single or dual service
• Easily installs in 4 inch diameter hole, 

5⁵⁄₈ inch device depth
• Four ½ inch side knockouts
• One 1, ¾ and ½ inch concentric 

bottom knockout

Applications
• Raised access and wood floor applications 

in commercial and residential buildings

Easy Mount Device Plates

• All S1R4SP series plates are powder 
coated white

AFBS1R4BRS

Safety
• Increased safety with recessed 

connections 
• Low profile flanges meet ADA 

requirements
• Hide-away egress door fold under 

cover while in use
• 180° opening of main doors

http://ecatalog.hubbell-wiring.com/productinformation/specsheets/3A/Live/PDF/AFBS1R4BRS_cart.pdf

