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Cat. Trade Std. Master
No. Description Size Pkg. Ctn.

FLC-50 1/2” 50 500

Cat. Trade Std. Master
No. Description Size Pkg. Ctn.

FLD-50 1/2” 25 250

Cat. Trade Std. Master
No. Description Size Pkg. Ctn.

FLC-50L 1/2” 50 500

FLC-75L 3/4” 25 250

STEEL ”FASTLOCK”

CONNECTOR

STEEL ”FASTLOCK”

DUPLEX CONNECTORS

STEEL ”FASTLOCK”

WIDE-THROAT CONNECTORS

Cat. Trade Std. Master
No. For Use With Size Pkg. Ctn.

ASB-516 14/2, 14/3, 12/2 5/16” 35 3500

ASB-38 14/4, 12/3, 6/1, 4/1 3/8” 35 2100

ASB-716 12/4, 10/2, 10/3, 2/1 7/16” 35 700

ASB-50 10/4, 8/2, 8/3, 1/1 1/2” 20 400

ASB-75 8/4, 6/2, 4/2, 4/3, 6/4 3/4” 16 320

ANTI-SHORT BUSHINGS

THERMOPLASTIC

Features:

• Steel
 Electroplated Zinc•
 Saddle-Base Connector•
 Combo Head Set-Screw•
 For AC, MCI, RWFMC, ALFMC•

Features:

Features:

Features:

• High-Temperature Plastic
 Fits BX (AC) and Flex Conduits•

www.orbitelectric.com

Cat. Trade Std. Master
No. Description Size Pkg. Ctn.

MC-DX-50 14/2 to 10/2 AC (BX), 1/2” 25 250

(2)14/2 to 10/2 AL & Steel for FMC 3/8”

DUPLEX AC (BX)

FLEX/MC CONNECTORS

Features:

• Zinc Die Cast

Steel AC 14/2 (0.440) to 10/3 
AL AC 14/2 (0.475) to 10/3 
Steel MC Interlocking (MCI) 0.437” to 0.565” O.D. 
AL MC Interlocking (MCI) 0.525” to 0.629” O.D.
AL Corrugated Continuous (MCC) 0.350” to 0.592” O.D.
Steel & AL Flex RWFMC: 3/8”

• Steel
 Electroplated Zinc•
 Combo Head Set-Screw•
 Saddle-Base Connector•
 For AC, MCI, RWFMC, ALFMC•

• Insulated color may vary

Note:

Steel AC 10/4 (0.625) to 6/3 (0.842) 
AL AC 10/4 (0.625) to 8/4 (0.770) 
Steel MC Interlocking (MCI) 10/3 (0.594) to 6/2 (0.740) 
AL MC Interlocking (MCI) 10/3 (0.594) to 8/2 (0.650) 
Steel RWFMC, AL RWFMC, AL FMC: 1/2”

Steel AC 10/4 (0.625) to 6/3 (0.840) 
AL AC 10/4 (0.622) to 8/4 (0.760) 
Steel MC Interlocking (MCI) 10/3 (0.594) to 6/2 (0.746) 
AL MC Interlocking (MCI) 10/3 (0.582) to 8/2 (0.650) 
Steel RWFMC, AL RWFMC & AL FMC 1/2”

• Steel
 Electroplated Zinc•
 Combo Head Set-Screw•
 For AC, MCI, RWFMC & ALFMC•

Steel AC 14/2 (0.454) to 12/4 (0.556) 
Aluminum AC 14/2 (0.485) to 12/4 (0.565)
Steel MC Interlocking (MCI) 14/2 (0.470) 
to 12/4 (0.520)   Aluminum MC Interlocking (MCI)
14/2 (0.460) to 12/4 (0.590)   Steel RWFMC  3/8”
Aluminum RWFMC 3/8”   Aluminum FMC 3/8”

• Insulated color may vary

Note:

• Insulated color may vary

Note:

D11AC/MC Connectors


