PN Gold Mounted Ball Bearings

Duty:

Housing:

Self-Alignment:

Standard

316 Passivated Stainless Steel

Flange Bracket
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Lock: Skwezloc Locking Collar
Seal: HPS T
Temperature:  -20°to 220°F AT
Grease: Sealmaster GoldPlex-FG ‘ T ||
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Bore Bearing ::::ic Unit
Diameter Part No. Insert Igating p Bolt Wt. OpenCap Closed Cap
inch mm No- “lbiN size Ib/kg
34 | - | CRFBS-PN12T | PN-12T
2611 3 [23/[112|11116| 11132 7/8 | 516| 4 174 [21/2] 134 | 1132 [ 1732 | 112 | 214 1.30
1614 | 762 |603|38.1| 429 | 341 |222] 79 [1080| 635 | 445 | 262 | 310 | 127| 572 | ¥B | 0 ECO-12 ECC12
- | 20 | CRFBS-PN204T | PN-204T
1 | - | CRFBSPN16T | PN-16T
2801 |33 |21/2|15/8|113116| 112 |11/8| 318 [43/4| 2314 |115116| 19564 | 13/8 | 9116 |213/32 2.10
38 ECO-16 ECC-16
12459 | 857 [635[41.3| 460 | 381 [286]|95 (1207|699 | 492 [ 290 | 349 [ 143 | 611 95
- | 25 | CRFBS-PN205T | PN-205T
13116 - | CRFBS-PN19T | PN-19T ECO-19
4381 |33/4|23/4|17/8[21116 | 15/8 |11/4| 3/8|53/8(31/4 [ 23116 | 1932 | 112 | 58 |217/32 3.00
114 | - | CRFBS-PN20RT [PN-20RT ECO-20R ECC-1
! CRFBS-PN20 0 10488 | 953 |600|476| 524 | 413 [318] 905 |1365| 826 | 556 | 325 | 384 | 159 643 | ¥B | 136 c0-20 ce-19
- | 30 | CRFBS-PN206T | PN-206T ECO-19
5782 (414 |314] 2 | 238 | 1718 |114| 12| 61/8 | 3314 | 27116 |115/32]111/16] 11/16]2 25/32 3.10
TUA| - | CREBSPN2OT | PN2OT | o000 |1080|s26|508| 603 | 476 |318|127|1556| 953 | 619 | 373 | 420 |175| 708 | "2 | 141 ECO-20 ECcC®
138 | - | CRFBSPN22T | PN-22T ECO-22
5782 (414|314 2 | 238 | 17/8 |11/4| 12| 61/8|3 314 | 29116 |115/32|111/16| 11/16]225/32 3.10
1716) - | CRFBSPN2ST | PN-23T | o000 |1080(s26(508| 603 | 476 [318]127[1556| 053 | 651 | 373 | 429 | 175| 706 | V2 | 141 ECO-23 ECC3
- | 35 | CRFBS-PN207T | PN-207T ECO-22

Metric dimensions for reference only.
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Features & Benefits
Page K-31

Nomenclature Aid
Page K-30

Bearing Selection
Page K-3

Technical Engineering

Page K-75 K-44





