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Air Chief Industrial Interchange Quick-Connect Plugs

Body
Size Hose ID Material Flow Rating

at 100 PSI Part # Price/E Opt
Qty

1/4" 1/4" steel 37 CFM DCP2142 $3.73 20
1/4" 5/16" steel 37 CFM DCP2143 5.20 20
1/4" 3/8" steel 37 CFM DCP2144 4.75 20
3/8" 1/4" steel 70 CFM DCP2542 7.02 10
3/8" 3/8" steel 70 CFM DCP2544 5.44 10
3/8" 1/2" steel 70 CFM DCP2545 8.40 10
1/2" 3/8" steel 150 CFM DCP1744 7.60 10
1/2" 1/2" steel 150 CFM DCP1745 7.01 10
1/2" 3/4" steel 150 CFM DCP1746 11.40 10
3/4" 1/2" steel 200 CFM DCP7145 22.30 5
3/4" 3/4" steel 200 CFM DCP7146 21.80 5
3/4" 1" steel 200 CFM DCP7148 33.15 5
1/4" 1/4" brass 37 CFM DCP2142B 3.93 20
1/4" 3/8" brass 37 CFM DCP2144B 4.63 20
1/4" 1/4" 303 stainless 37 CFM DCP2142S 11.93 5
3/8" 3/8" 303 stainless 70 CFM DCP2544S 19.31 5
1/2" 1/2" 303 stainless 150 CFM DCP1745S 28.66 5

Standard Hose Barb

Body
Size Hose ID Material Flow Rating

at 100 PSI Part # Price/E Opt
Qty

¼" ¼" steel 37 CFM DCP2142L $3.73 25
¼" ⅜" steel 37 CFM DCP2144L 4.75 25
⅜" ¼" steel 70 CFM DCP2542L 7.20 25
⅜" ⅜" steel 70 CFM DCP2544L 6.00 25

Push-On Hose Barb

DCP7145

Features:
• pressure rating: 300 PSI
• temperature range: -40°F to 250°F
• interchanges with many other manufacturer's designs
• interchanges with MIL Spec. MIL-C-4109F/A-A-59439
• for air service only


