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Globe Valves

Domestic Globe Valves

Dual Y Valves

Non-Vented Vented

Mini Ball Valves

Female	NPT	
Inlet	(1)

Female	NPT	
Outlets (2)

Brass
Part	# Price/E

1" ¾" BBV100DW $163.90
1¼" ¾" BBV125DW 163.90

Female	NPT	
Inlet	(1)

Female	NPT	
Outlets (2)

Brass
Part	# Price/E

1" ¾" BBV100DWV $163.90
1¼" ¾" BBV125DWV 163.90

Application:
•  dual action valve, ideal for compressor applications
Features:
•  non-vented pressure rating: 600 PSI WOG
•  vented pressure rating: 125 PSI	Cold	Working	Pressure

Features:
•  Class 800
•	 	ASTM	A105,	ANSI	B120.1
•  bolted bonnet
•  pressure rating: 1975 PSI
•  maximum temperature: 800°F
•  can be used for steam service

Female	NPT Forged Steel
Part	# Price/E

½" FSGLBV50 $158.50
¾" FSGLBV75 172.55
1" FSGLBV100 228.70

1¼" FSGLBV125 413.25
1½" FSGLBV150 423.25
2" FSGLBV200 523.55

Features:
•  Class 150
•  pressure rating: 300	PSI	cold	working	pressure,	150	PSI	steam	working	pressure
• union bonnet
•	 	ASME	B1.20.1
•  Grafoil® packing
•	 PTFE	disc
•  malleable iron handwheel
•  100% factory tested

Female	NPT Brass
Part	# Price/E

½" DGLBV50 $162.60
¾" DGLBV75 217.70
1" DGLBV100 341.45

1¼" DGLBV125 544.25
1½" DGLBV150 660.55
2" DGLBV200 991.60

Features:
• pressure rating: 450 PSI
• nickel plated brass body
•	 PTFE	seats	and	Buna-N	stem	seal
• blow-out proof stem

• maximum temperature 330°F
•  American Gas Association and Canadian 

Gas Association approved

female NPT x female NPT
Size Port Brass

Part	# Price/E
⅛" standard MBV12 $13.40
¼" full MBV25 13.40
⅜" full MBV38 12.45
½" standard MBV50 18.30


