TECQO @Westinghouse

ISSUED ENCLOSURE
9/20/2012 PERFORMANCE DATA oDP
TYPE CATALOG#
ASGAJP 3-PHASE INDUCTION MOTOR D UP0014
NAMEPLATE INFORMATION
OUTPUT FRAME RATED | INS. NEMA TIME SERVICE
HP kw | PO | size | VOLTS [MZ| amBiENT |cLass| DEsIGN | RATING FACTOR
1 0.7 4 |143JP| 230/460 |60| 40°C F B CONT. 1.15
TYPICAL PERFORMANCE
FULL EFFICIENCY POWER FACTOR MAXIMUM
LOAD | FULLLOAD [ 3/4LOAD [ 1/2LOAD [FULLLOAD| 3/4LOAD | 1/2LOAD | POWER FACTOR
RPM [ MIN% [ NOM% % % % % % CORRECTION
1735 80 | 82.5 82 80.5 78.5 70.8 58.2 1.287 KVAR
CURRENTS
NO LOAD FULL LOAD LOCKED ROTOR NEMA
AT AT AT AT AT AT AT AT AT AT AT AT KVA
200 | 208 | 230 | 460 | 200 | 208 | 230 | 460 | 200 | 208 | 230 | 460 | CODE
VOLT | VOLT | VOLT | VOLT | VOLT [ VOLT | VOLT | VOLT [ VOLT | VOLT | VOLT [ VOLT | LETTER
1.9 1.8 1.6 0.8 3.3 3.3 3.3 14 | 288 | 28.8 | 28.8 | 125 L
TORQUE INERTIA ACCEL TIME
NEMA MAX NEMA MAX
FULL | LOCKED | PULL |BREAK ROTgR LOAD | ALLOWABLE | LoAD | ALLOWABLE
LOAD | ROTOR UP |DOWN| WR* | o WK Wi? Wi
_ % % % _ 2
lb-ft BFLT | %FLT | %FLT | ot | | o bt Sec. Sec.
3.026 275 240 | 345 | 0.088| 5.8 33.38 3.90 22.19
SAFE STALL | ALLOWABLE SOUND
TIME IN STARTS PRESSURE
SECONDS PERHOUR | LEVEL@ 3FT
COLD | HOT [ COLD [ HOT dB(A)
46 32 2 1 53
APPROVED: M. PRATER [prAawinGNo.| 31057DJP0014 REV. ()




