TECQ @Westinghouse

ISSUED ENCLOSURE
8/18/2015 PERFORMANCE DATA oDpP
TYPE CATALOG#
NAMEPLATE INFORMATION
OUTPUT FRAME RATED | INS. | NEMA TIME SERVICE
AP | kw | FOE | size | VOLTS |MZ] amBIENT |class| DESIGN | RATING | FACTOR
30 [22.38 2 |284TS| 230/460 |60 40°C F B CONT. 1.15
TYPICAL PERFORMANCE
FULL EFFICIENCY POWER FACTOR MAXIMUM
LOAD | _FULLLOAD | 3/4LOAD | 1/2LOAD |FULL LOAD| 3/4LOAD | 1/2LOAD | POWER FACTOR
RPM [ MIN% [ NOM% % % % % % CORRECTION
3540 | 91.0 | 924 93.0 93.0 90.0 88.0 83.0 5.42 KVAR
CURRENTS
NO LOAD FULL LOAD LOCKED ROTOR NEMA
AT | AT | AT | AT | AT | AT | AT | AT | AT | AT | AT | AT KVA
200 | 208 | 230 | 460 | 200 | 208 | 230 | 460 | 200 | 208 | 230 | 460 | CODE
VOLT [ voLT | voLT | voLT | voLT | voLT | vOLT | VOLT | VOLT | VOLT | VOLT | VOLT | LETTER
121 | 131 | 16.0 | 8.0 77.7 | 748 | 67.6 | 33.8 | 379.1| 394.3 | 436.0 | 218.0 G
TORQUE INERTIA ACCEL TIME
—oror| NEVA MAX NEMA MAX
FULL | LOCKED | PULL | BREAK > | LOAD | ALLOWABLE | LOAD | ALLOWABLE
LOAD | ROTOR | UP |DOWN| WR* | \° 2 Wi i WK
lo-ft %FLT | %FLT | %FLT | |p-f? , ,
[b-ft [b-ft Sec. Sec.
44.50 180 135 | 220 | 1.588| 31 93 4.51 13.09
SAFE STALL | ALLOWABLE SOUND
TIME IN STARTS PRESSURE
SECONDS PER HOUR | LEVEL @ 3FT
COLD | HOT | COLD | HOT dB(A)
17 12 2 1 75
APPROVED: M. PRATER [DRAWINGNO.| 31057DTP0302G |Rev. (O




