TECQ @Westinghouse

ISSUED ENCLOSURE
October 28, 2013 PERFORMANCE DATA TEFC
TYPE CATALOG#
AEGA 3-PHASE INDUCTION MOTOR GOOL6
NAMEPLATE INFORMATION
OUTPUT FRAME RATED INS. NEMA TIME SERVICE
ap | kw | O size  |VOLTAGE| HZ 1 \vigienT| cLAss | DEsIGN | RATING | FACTOR
1 | 0.75 6 56 230/460| 60 40°C F B CONT. 1.15
TYPICAL PERFORMANCE
FULL EFFICIENCY POWER FACTOR MAXIMUM
LOAD FULL LOAD 3/4LOAD| 12 LOAD| F.L. |3/4LOAD]|1/2LOAD| POWER FACTOR
RPM MIN. % | NOM. % % % % % % CORRECTION
1145 72 75 75 71 70 59 46 1.0 KVAR
CURRENTS
NO LOAD FULL LOAD LOCKED ROTOR NIEV“’/LA
AT AT AT AT AT AT AT AT AT CODE
208 230 460 208 230 460 208 230 460 || Ciieo
VOLT VOLT VOLT VOLT VOLT VOLT VOLT VOLT VOLT
2.06 2.52 1.26 4.20 3.80 1.90 18.09 20.00 10.00 J
TORQUE INERTIA ACCEL TIME
ROTOR | NEMA MAX NEMA MAX
FULL LoAD | LOCKED | PULL | BREAK R | LOAD | ALLOWABLE | LOAD | ALLOWABLE
bt ROTOR uP DOWN WR WK WK Wi WK
%FLT %FLT %FLT Ib-ft2 , ,
Ib-ft Ib-ft Sec Sec
4.36 200 180 290 0.105 15.0 53.0 5.64 19.82
SAFE STALL ALLOWABLE SOUND
TIME IN STARTS PRESSURE
SECONDS PER HOUR LEVEL @ 3 FT
COLD HOT COLD HOT dB(A)
49 34 2 1 54.7
APPROVED: M. PRATER prawiNgNO. | 371057G0016 |revision ()




