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Gangable 

Switch Boxes

Cat. Std.
No. Description Sides Ends Bottom Pkg.

GESB-1 Ears only - 2 - 1/2" 2 - 1/2" 50

GESB-1-NM With NM Cable Clamps - 4 - Loom 1 - 1/2" 50

GESB-1-MC With BX/MC Cable Clamps - 4 - Loom 1 - 1/2" 50

Knockouts

Cat. Std.
No. Description Bevels Ends Bottom Pkg.

GBV Ears only 4 - Loom 2 - 1/2" 1 - 1/2" 50

GBV-B With 9/16" Setback B Bracket 4 - Loom 2 - 1/2" 1 - 1/2" 50

GBV-FB With 9/16" Setback FB Bracket 4 - Loom 2 - 1/2" 1 - 1/2" 50

GBV-NE No ears, with Leveling Bumps 4 - Loom 2 - 1/2" 1 - 1/2" 50

GBV-OW For Old Work, with Locking Grips 4 - Loom 2 - 1/2" 1 - 1/2" 50

Knockouts

GESB-1 GESB-1-NM GESB-1-MC

GSB-1 GSB-1-NM GSB-1-MC

EXTRA SHALLOW

GANGABLE

SWITCH BOXES

1-1/2" DEEP

SHALLOW

GANGABLE

SWITCH BOXES

2" DEEP

GBV GBV-B GBV-FB

GBV-NE GBV-OW

GANGABLE

SWITCH BOXES

BEVELED CORNERS

2-1/4" DEEP

2  W x 3  H" "

7.5 Cu. In.

2  W x 3  H" "

10.0 Cu. In.

2  W x 3  H" "

10.5 Cu. In.

Cat. Std.
No. Description Sides Ends Bottom Pkg.

GSB-1 Ears only 4 - 1/2" 2 - 1/2" 2 - 1/2" 50

GSB-1-NM With NM Cable Clamps 4 - Loom 1 - 1/2" 50

GSB-1-MC With BX/MC Cable Clamps 4 - Loom 1 - 1/2" 50

Knockouts

4 - 1/2"

4 - 1/2"

GSB-1-OW For Old Work, with Locking Grips 2 - 1/2” 2 - 1/2" 504 - 1/2"

GSB-1-OW

• All MC series boxes are
  suitable for use with
  MCAP™-Aluminum

MCAP is a trademark of• 
  Southwire Company

BX/MC Clamp Features:

WITH NM CLAMPS INSTALLED
THROUGH BEVELED CORNERS

  Acceptable for use in 2-hour 
  rated walls (Up to 2-Gang) 

600V           MKO’s and CKO’s suitable 
for bonding without any additional 
bonding means up to 600V

Visit www.ul.com or QCIT Guide 
on page W1 for more information
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