Aorse KKSeries Cam Clutches

Morse® brand KK clutches incorporate a compact cam clutch with built-in bearing support. This unique
construction combines a cam clutch with a 6200 Series metric ball bearing for use in applications ranging from
exercise equipment to industrial machinery. This general purpose clutch is intended for backstopping, indexing
and overrunning applications and can be utilized with both oil and grease lubrication. When selecting a brand of
clutches, consider our broad product offering combined with the following online selection tools: Smart
Interchange, eCatalog and downloadable 2D and 3D CAD drawings. To learn more about Morse clutches or to
use our selection tools, visit www.emerson-ept.com.
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Dimensions and Capacities
Size A B C D r Weight
mm inch mm inch mm inch mm inch mm inch g Ib
15 11 0.433 35 1.378 15 0.591 32.6 1.283 0.6 0.024 50 0.1
17 12 0.472 40 1,575 17 0.669 36.1 1,421 0.6 0.024 80 0.2
20 14 0.551 47 1,850 20 0.787 41.7 1.642 1.0 0.039 120 0.3
25 15 0.591 52 2.047 25 0.984 47.1 1.854 10 0.039 150 0.3
30 16 0.630 62 2.441 30 1.181 56.6 2,228 1.0 0.039 230 05
35 17 0.669 72 2,835 35 1,378 §4.0 2,520 1 0.043 320 0.7
40 22 0.866 80 3.150 40 1.575 71.0 2.795 1.1 0.043 400 0.9
Torque Capacity Max. Overrunning Speed Drag Torque Radial Load Capacity
Size Inner Race QOuter Race Dynamic Static
N-m Ft-lb i i N-m Ft-Ib ¥ = = B
15 29 21.4 3,600 2,000 0,010 0.0074 5,950 1337.6 3.230 726.1
17 43 317 3,500 1,900 0,010 0.0074 7.000 1573.7 3,700 8318
20 61 45.0 3,000 1,600 0.014 0.0103 8,500 1910.9 4,900 1101.6
25 78 57.5 2,500 1,400 0.017 0.0125 10,700 2405.5 6,300 1416.3
30 140 103.3 2,000 1,100 0.030 0.0221 11,900 2675.2 7,900 1776.0
35 173 127.6 1,800 1,000 0.034 0.0251 13,500 3034.9 9,700 2180.6
40 260 191.8 1,800 900 0.040 0.0295 14,500 3259.7 11,700 2630.3
Shaft Tolerance Housing Tolerance Nomenclature
. Shaft Diameter 1 Housing Diameter )
pize mm inch i mm inch KK = Series
+0.023 | 0.5906 | +0.0009 -0.012 -0.0005 15 = Bore size
15 | 15| o012 +0.0005 15 | ST > | 0001 :
17 | 17| 0023 | 06693 | +0.0009 17 | 40| 9912 | 15748 | -0:0005 1K = Keyed inner
+0.012 +0.0005 -0.028 : -0.0013 2K = Keyed inner & outer
0.028 | 0.7874 0.0011 -0.012 ~0.0005
20 |20 Joois +0.0006 =P e 08 | % | o001 2GD = Incorporates 2 seals
+0.028 | 0.9843 | +0.0011 -0.014 -0,0006
230 25| 5015 +0.0006 28 °2 | o033 | 29472 | goo13
+0.033 | 1.1811 | +0.0011 -0.014 -0.0008
300 30| 40017 +0.0006 S0 62| o3z | 27499 | gioois
+0.033 | 1.3780 | +0.0013 = -0.014 -0,0006
351 35 | L0017 +0.0007 S20 72| o033 | %45 | 50013
+0.033 +0.0013 0.014 | 4 -0,0006
8900 40 | o017 | 8798 | o007 S0 B0 1 Geas | 314%8 | 5013
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