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Delrin Chain Couplings

N400 Series Coupling

N400 SERIES COUPLING

Delrin Couplings can stand a wide range of
rugged conditions.

Temperature range from -25°F to 150°F

Angular misalignment of 1° (10T - 19T), 1/2° (20T - 24T)

Parallel misalignment of .005 in.

Total end float of .060 in.
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2/1 8/5 4/3 8/7 1 8/11 61/31 4/11 61/71 2/11 DO DH L BTL

014N 01B04 2/1 4/3 0104H X X X - - - - - - - 60.2 *23/91 23/12 8/7 08.

114N 11B04 2/1 8/7 1104H X X X X - - - - - - 22.2 *61/71 23/12 8/7 00.1

214N 21B04 2/1 1 2104H X X X X X - - - - - 73.2 *23/911 23/12 8/7 00.1

314N 31B04 2/1 61/11 3104H X X X X X - - - - - 35.2 *4/31 23/12 8/7 02.1

414N 41B04 2/1 8/11 4104H X X X X X X - - - - 96.2 *8/71 23/12 8/7 04.1

514N 51B04 2/1 4/11 5104H X X X X X X X X - - 58.2 *2 23/12 8/7 06.1

614N 61B04 8/5 8/31 6104H - X X X X X X X - - 00.3 61/12 23/12 8/7 09.1

714N 71B04 8/5 61/71 7104H - X X X X X X X - - 61.3 61/32 23/12 8/7 01.2

814N 81B04 8/5 2/11 8104H - X X X X X X X X X 23.3 8/32 23/12 8/7 05.2

914N 91B04 8/5 4/31 9104H - X X X X X X X X X 84.3 2/12 23/12 8/7 07.2

024N 02B04 8/5 8/71 0204H - X X X X X X X X X 46.3 8/52 23/52 61/51 01.3

124N 12B04 8/5 8/71 1204H - X X X X X X X X X 08.3 4/32 23/52 61/51 05.3

224N 22B04 8/5 8/71 2204H - X X X X X X X X X 69.3 8/72 23/52 61/51 08.3

324N 32B04 8/5 2 3204H - X X X X X X X X X 11.4 3 23/52 61/51 08.3

424N 42B04 8/5 4/12 4204H - X X X X X X X X X 72.4 4/13 23/52 61/51 00.4

Complete Coupling consists of:  2 Standard 1/2" Pitch Roller Chain Sprockets (10-24 Teeth), 1 Standard N4 Chain (10-24 Pitches).

* Hub is recessed for chain clearance.

Type “B” (Plain Bore) Sprockets are made without keyways and setscrews. They are furnished with minimum bore which can be rebored to size, keywayed and setscrewed for a reasonable extra
charge.

All stock finished sprockets are furnished with standard keyways on centerline of tooth and hollow head setscrews over keyway, except 1/2" bores which have no keyways.

Delrin Chain can be cut to lengths - 10 ft. or 50 ft.
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414N 41BT04H 2/1 1 96.2 61/311 23/12 8/7 23.1 8001-BT

514N 51BT04H 2/1 1 58.2 61/311 23/12 8/7 35.1 8001-BT

614N 61BT04H 2/1 1 00.3 61/511 23/12 8/7 58.1 8001-BT

714N 71BT04H 2/1 4/11 61.3 8/32 23/92 1 60.2 0121-BT

814N 81BT04H 2/1 4/11 23.3 23/512 23/92 1 82.2 0121-BT

914N 91BT04H 2/1 4/11 84.3 23/512 23/92 1 97.2 0121-BT

024N 02BT04H 2/1 8/51 46.3 23/522 23/92 1 73.3 0161-BT

124N 12BT04H 2/1 8/51 08.3 23/522 23/92 1 66.3 0161-BT

224N 22BT04H 2/1 8/51 69.3 23/522 23/92 1 28.3 0161-BT

324N 32BT04H 2/1 8/51 11.4 3 23/92 1 59.3 0161-BT

424N 42BT04H 2/1 8/51 72.4 4/13 23/92 1 71.4 0161-BT

* Two Bushings required per coupling.

Complete Coupling consists of:  2 Standard 1/2" Pitch Roller Chain Sprockets (14-24 Teeth), 1 Standard N4 Chain
(14-24 Pitches).

Delrin Chain can be cut to length - 10 ft. or 50 ft.

TB Bushings on
Delrin Couplings
are installed from
the hub end of
the sprocket.

NOTE: For Standard Keyseats, contact KOP-FLEX.




