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Delrin Chain Couplings

N600 Series Coupling

N600 SERIES COUPLING
Delrin Couplings can stand
a wide range of rugged
conditions.

Temperature range
from -25°F to 150°F

Angular misalignment of
1° (10T - 18T),
1/2° (19T - 24T)

Parallel misalignment of
.008 in. (10T - 18T),
.005 in. (19T - 24T)

Total end float of .080 in.
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8/3 4/3 8/7 1 8/11 61/31 4/11 8/31 61/71 2/11 61/91 8/51 4/31 61/511 2 61/32 61/72 DO DH L BTL

016N 0106 x x x - - - - - - - - - - - - - - 52.3 *23/921 4/32 61/31 2.2
116N 1106 x x x x - - - - - - - - - - - - - 84.3 *61/12 4/32 61/31 5.2
216N 2106 x x x x x - - - - - - - - - - - - 27.3 *8/32 4/32 61/31 1.3
316N 3106 x x x x x - - - - - - - - - - - - 69.3 8/32 4/32 61/31 0.4
416N 4106 x x x x x x - - - - - - - - - - - 91.4 61/92 4/32 61/31 6.4

516N 5106 x x x x x x x x - - x x x - - - - 34.4 8/72 4/32 61/31 5.5
616N 6106 - x x x x x x x - - x x x x x x x 76.4 61/13 4/32 61/31 3.6
716N 7106 - x x x x x x x - - x x x x - - - 09.4 8/33 4/32 61/31 2.7
816N 8106 - x x x x x x x x x - - - - - - - 41.5 2/13 4/32 61/31 6.8
916N 9106 - x x x x x x x x x x x x x - - - 83.5 2/13 4/32 61/31 3.9

026N 0206 - x x x x x x x x x x x x x - - - 26.5 8/73 4/32 61/31 1.01
126N 1206 - x x x x x x x x x x x x x - - - 58.5 8/73 4/32 61/31 5.01
226N 2206 - x x x x x x x x x x x x x - - - 90.6 8/73 4/32 61/31 2.11
326N 3206 - x x x x x x x x x x x x x - - - 33.6 8/73 4/32 61/31 6.11
426N 4206 - x x x x x x x x x x x x x - - - 75.6 4 4/32 61/31 2.21
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016N 01B06 4/3 61/31 52.3 *23/921 4/32 61/31 2.2
116N 11B06 4/3 61/51 84.3 *61/12 4/32 61/31 5.2
216N 21B06 4/3 8/31 27.3 *8/32 4/32 61/31 1.3
316N 31B06 4/3 2/11 69.3 8/32 4/32 61/31 0.4
416N 41B06 4/3 4/31 91.4 61/92 4/32 61/31 6.4

516N 51B06 4/3 8/71 34.4 8/72 4/32 61/31 5.5
616N 61B06 4/3 2 76.4 61/13 4/32 61/31 3.6
716N 71B06 4/3 4/12 09.4 8/33 4/32 61/31 2.7
816N 81B06 4/3 8/32 41.5 2/13 4/32 61/31 6.8
916N 91B06 4/3 8/32 83.5 2/13 4/32 61/31 3.9

026N 02B06 4/3 8/52 26.5 8/73 4/32 61/31 1.01
126N 12B06 4/3 8/52 58.5 8/73 4/32 61/31 5.01
226N 22B06 4/3 8/52 90.6 8/73 4/32 61/31 2.11
326N 32B06 4/3 8/52 33.6 8/73 4/32 61/31 6.11
426N 42B06 4/3 8/52 75.6 4 4/32 61/31 2.21
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116N 11BT06H 2/1 1 84.3 61/311 8/12 8/7 41.2 8001-BT
216N 21BT06H 2/1 1 27.3 61/511 8/12 8/7 45.2 8001-BT
316N 31BT06H 2/1 4/11 69.3 23/512 8/32 1 24.3 0121-BT
416N 41BT06H 2/1 4/11 91.4 23/512 8/32 1 20.4 0121-BT
516N 51BT06H 2/1 8/51 34.4 23/522 8/32 1 08.4 0161-BT

616N 61BT06H 2/1 8/51 76.4 3 8/32 1 04.5 0161-BT
716N 71BT06H 2/1 8/51 09.4 4/13 8/32 1 02.6 0161-BT
816N 81BT06H 2/1 8/51 41.5 3 8/32 1 08.7 0161-BT
916N 91BT06H 2/1 8/51 83.5 3 8/32 1 02.8 0161-BT
026N 02BT06H 2/1 2 26.5 8/73 8/72 4/11 06.8 0102-BT

126N 12BT06H 2/1 2 58.5 8/73 8/72 4/11 00.9 0102-BT
226N 22BT06H 2/1 2 90.6 8/73 8/72 4/11 02.01 0102-BT
326N 32BT06H 2/1 2 33.6 8/73 8/72 4/11 08.01 0102-BT
426N 42BT06H 2/1 2 75.6 8/73 8/72 4/11 04.11 0102-BT
526N 52BT06H 2/1 2 18.6 8/73 8/72 4/11 08.11 0102-BT

626N 62BT06H 2/1 2 40.7 8/73 8/72 4/11 04.21 0102-BT
826N 82BT06H 2/1 2 25.7 8/73 8/72 4/11 04.41 0102-BT
036N 03BT06H 2/1 2 00.8 8/73 8/72 4/11 06.51 0102-BT

* Two Bushings required per coupling.

Complete Coupling consists of:  2 Standard 3/4" Pitch Roller Chain
Sprockets (10-24 Teeth), 1 Standard N6 Chain (10-24 Pitches).

* Hub is recessed for chain clearance.

Type “B” (Plain Bore) Sprockets are made without keyways and
setscrews. They are furnished with minimum bore which can be
rebored to size, keywayed and setscrewed for a reasonable extra
charge.

All stock finished sprockets are furnished with standard keyways on
centerline of tooth and hollow head setscrews over keyway, except
1/2" bores which have no keyways.

Delrin Chain can be cut to lengths - 10 ft.

TB Bushings on Delrin Couplings are
installed from the hub end of the sprocket.
Complete Coupling consists of:  2
Standard 3/4" Pitch Roller Chain
Sprockets (11-30 Teeth) 1 Standard N6
Chain (11-30 Pitches)

Visit www.kopflex.com

For More
Information




