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Bearing ISO 
dimensions

Load 
ratings Speed limits Weight Dimensions

Type Version d D B C Co Grease Oil F E rs r1s
mm kN kN r/min r/min kg min min

NJ 228 M 140 250 42 307 391 2200 2800 8,55 169,0 3 3

NJ 2228 EM 140 250 68 572 830 2000 2600 13,7

NJ 2228 M 140 250 68 479 708 2000 2600 15,2 169,0 3 3

NJ 328 EM 140 300 62 610 1214 1800 2200 22,45

NJ 328 M 140 300 62 607 732 1900 2400 22,5 180,0 4 4

NJ 2328 E 140 300 102 1130 1589 1800 2200 37,2 180,0 4 4

NJ 2328 EM 140 300 102 1130 1589 1800 2200 37,2 180,0 4 4

NJ 2328 M 140 300 102 913 1236 1800 2200 37,2 180,0 4 4

NJ 428 EM 140 360 82 868 1010 1300 1700 44,76

NU 1028 M 140 210 33 172 243 2800 3200 4,1 158,0 2 1,1

NU 228 EM 140 250 42 372 479 2200 2800 8,35 169,0 3 3

NU 228 M 140 250 42 307 391 2200 2800 8,35 169,0 3 3

NU 2228 EM 140 250 68 543 780 2000 2600 15,2 169,0 3 3

NU 2228 M 140 250 68 479 708 2000 2600 15,2 169,0 3 3

NU 328 EM 140 300 62 703 861 1900 2400 20,2 180,0 4 4

NU 328 M 140 300 62 607 732 1900 2400 20,2 180,0 4 4

NU 2328 EM 140 300 102 1060 1500 1800 2200 36,1

NU 2328 M 140 300 102 913 1236 1800 2200 37,2 180,0 4 4

NU 428 EM 140 360 82 868 1010 1300 1700 44,07

NUP 228 EM 140 250 42 372 479 2200 2800 8,55 169,0 3 3

NUP 228 M 140 250 42 307 391 2200 2800 8,55 169,0 3 3

NUP 2228 M 140 250 68 479 708 2000 2600 15,2 169,0 3 3

NUP 328 EM 140 300 62 703 861 1900 2400 20,1 180,0 4 4

NUP 328 M 140 300 62 607 732 1900 2400 20,7 180,0 4 4

  


