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Bearing ISO 
dimensions

Load 
ratings Speed limits Weight Dimensions

Type Version d D B C Co Grease Oil F E rs r1s
mm kN kN r/min r/min kg min min

NU 2226 130 230 64 395 560 2200 2800 10,3 156,0 3 3

NU 2226 EM 130 230 64 523 726 2200 2800 10,3 153,5 3 3

NU 2226 M 130 230 64 395 560 2200 2800 10,3 156,0 3 3

NU 326 E 130 280 58 607 722 2000 2600 16,5 167,0 4 4

NU 326 EM 130 280 58 607 722 2000 2600 16,5 167,0 4 4

NU 326 M 130 280 58 520 607 2000 2600 16,5 167,0 4 4

NU 2326 130 280 93 828 1106 1900 2400 29,6 167,0 4 4

NU 2326 EM 130 280 93 909 1212 1900 2400 29,6 167,0 4 4

NU 2326 M 130 280 93 828 1106 1900 2400 29,6 167,0 4 4

NUP 226 130 230 40 268 339 2400 3000 6,49 156,0 3 3

NUP 226 M 130 230 40 268 339 2400 3000 6,79 156,0 3 3

NUP 2226 130 230 64 395 560 2200 2800 10,3 156,0 3 3

NUP 2226 M 130 230 64 395 560 2200 2800 10,3 156,0 3 3

NUP 2226 M 130 230 64 395 560 2200 2800 10,3 156,0 3 3

NUP 326 E 130 280 58 607 722 2000 2600 16,5 167,0 4 4

NUP 326 EM 130 280 58 607 722 2000 2600 16,4 167,0 4 4

NUP 326 M 130 280 58 520 607 2000 2600 16,9 167,0 4 4

NUP 2326 130 280 93 828 1106 1900 2400 29,6 167,0 4 4

N 228 EM 140 250 42 359 517 2000 2600 9,04

N 328 EM 140 300 62 610 1214 1800 2200 22

N 328 M 140 300 62 607 732 1900 2400 20,1 260,0 4 4

N 428 EM 140 360 82 868 1010 1300 1700 43,8

NJ 1028 M 140 210 33 172 243 2800 3200 4,1 158,0 2 1,1

NJ 228 EM 140 250 42 372 479 2200 2800 8,55 169,0 3 3

Single row cylindrical roller bearings


