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Dual-Lock™ P-Series Pneumatic Couplings
Features:

interchanges with National A type, Campbell Double-Lock and Thor PHC series couplings
spring loaded interlocking engagement
optional locking key prevents sleeve retraction
working pressure: 300 PSI at ambient temperature 70°F (21°C)

Nitrile (Buna-N) seals are standard temperature range -40°F to 250°F (-40°C to 121°C)
steel componentry is plated using ROHS compliant trivalent chrome

Dual-Lock™ P-Series Thor Interchange Female Thread Couplers

Body Brass Steel 303 Stainless Steel

Size| Threads | o iy |Price/E P,geavr't°$|pan#| Price/E P;,e;r'f;s| Part # |Price/E
o [F-1aNPTE — — [PrLs |4PF4 $37.96 | — |

2" |34 - 14 NPTF|4PF6-B| $80.19 | PFL12 | 4PF6 | ~37.96 | PFL12SS | 4PF6-S [$273.53

steel

303 stainless

Dual-Lock™ P-Series Thor Interchange Female Thread Plugs

Body Brass Steel 303 Stainless Steel

Size| 'hreads P;,eavr'fgs Part # | Price/E F’;,eavr'fgs Part# |Price/E P;,e;r'fgsl Part#lPrice/E
%18 NPTF | — 1 Pr6 |P4F3 [s22.74] —
" 14 NPTF | PFB8 |P4F4-B|$62.87| PF8 |P4Fs | 24.63] -

i |14 NPTF | PFB12 |P4F6-B| 61.29| PF12 |P4F6 | 24.74] PF12SS |P4F6-Sl$141.52
%4"-14 NPTF | - | " |p4r6-97 50.39] -
1"-11% NPTF| PFB16 |P4F8-B| 63.471 PF16 |P4Fs | 26.94] -

' steel/PTFE coating

303 stainless

Dual-Lock™ P-Series Thor Interchange Male Thread Couplers

Steel 303 Stainless Steel
Body Threads Previ Previ
Size Ir:)ea\/:tO#S | Part # | Price/E Le{;/rlto#s | Part # | Price/E
%"-18 NPTF PML6 4PM3 $33.33 - -
¥2"-14 NPTF PML8 4PM4 33.15 - - -—=
5" %"-14 NPTF PML12 | 4PMé6 33.15] PML12SS | 4PM6-S | $285.84
%"-14 NPTF -— 4PM6-9 ' 74.26 -- - -
1"-11% NPTF - 4PM8 81.16 - -

' steel/PTFE coating
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