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(Open Snoot) Female Swivel Adapters - Rocker Lug
23-270

(Open Snoot) Brass Female Swivel Adapters - Pin Lug
23-270

Features:
•  double	female	rigid	hexagon	to	swivel	connection,	rigid	end	thread	is	always	NPT,	hose	

thread is on swivel end
•	 finishes:	-P	polished,	-C	polished	chrome	plated
•	 other	configurations	are	also	available,	consult	Dixon	for	information

1 Customer Thread (must specify) refer to legend on page 566

Female Swivel 
Thread

Female Rigid 
Thread

Cast Brass
Part # Price Wt.

Lbs.
1½" NST (NH) 1½" NPT SF150F $91.70 1.0

1½" NPSH 1½" NPT SF150S 123.60 1.0
2½" NST (NH) 1½" NPT SF25F15T 225.30 3.6

2½" CT1 1½" NPT SF25___15T 1 POR 3.6
2½" NST (NH) 2" NPT SF25F20T 160.30 2.8
2½"	NYFD 2" NPT SF25NYFD20T 186.30 2.8

2½" CT 2" NPT SF25___20T 1 POR 2.8
2½" CT 2½" CT1 SF25___25___ 1 POR 2.8

2½"	NYFD 2½" NPT SF250NYFD 181.30 2.9
2½" NST (NH) 2½" NPT SF250F 107.60 2.9
2½" NST (NH) 2½" NPT SF250F-P 136.00 2.8
2½" NST (NH) 2½" NPT SF250F-C 149.85 2.9

2½" NPSH 2½" NPT SF250S 181.30 2.9
2½" CT 2½" NPT SF25___25T 1 POR 2.9

2½" NST (NH) 3" NPT SF25F30T 167.65 3.9
2½"	NYFD 3" NPT SF25NYFD30T 226.40 3.9

2½" CT 3" NPT SF25___30T 1 POR 3.9
3" NST (NH) 3" NPT SF300F 292.55 4.6
3" NST (NH) 3" NPT SF300F-P 332.70 4.6
3" NST (NH) 3" NPT SF300F-C 350.20 4.6
3"	NYFD 3" NPT SF300NYFD 180.40 4.0
3"	NYFD 3" NPT SF300NYFD-C 267.80 4.3
3"	NYFD 3" NPT SF300NYFD-P 209.00 4.3

4" NST (NH) 4" NPT SF400F 643.20 10.0

Feature:
•	 other	configurations	are	also	available,	consult	Dixon	for	information

Female
Threads

Female
Threads

Cast Brass
Part # Price Wt.

Lbs.
1½" NST (NH) 1½" NPT RSF150F $91.70 1.0
2½" NST (NH) 1½" NPT RSF25F15T 262.65 4.9

2½" CT 1½" NPT RSF25___15T 1 POR 4.9
2½" NST (NH) 2" NPT RSF25F20T 160.30 3.7

2½" CT 2" NPT RSF25___20T 1 POR 3.7
2½" NST (NH) 2½" NPT RSF250F 149.25 3.8

2½" CT 2½" NPT RSF25___25T 1 POR 3.8
2½" CT 2½" CT RSF25___25___ 1 POR 3.8

2½" NST (NH) 3" NPT RSF25F30T 272.60 4.7
2½" CT 3" NPT RSF25___30T 1 POR 4.7

•  All	adapters	are	made	to	approved	Dixon	specifications.


