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Pin and Sleeve Devices/Mechanical Interlocks

Wiring Device-Kellems
®

IP69k

Hubbell Wiring Device-Kellems Advantage™ Series Pin and Sleeve Switch-
Rated Devices are IEC 60309-2 compatible devices that are approved as a 
disconnecting means for motor and branch circuits. Compact design, this 
device is similar in size to standard IEC 60309-2 devices. Robust and durable 
housing, UV-stabilized, impact and corrosion-resistant PBT housing is designed 
to withstand harsh industrial environments. Stainless steel hardware provides 
superior corrosion resistance in wet and harsh environments Receptacles 
mount to standard Hubbell IEC Pin and Sleeve back boxes.

Advantage™ Series Pin and Sleeve Switch-Rated

Ease of Use
• Ergonomic design puts the 

Advantage™ into the palm of your 
hands with the easy-to-use leverage 
grip design from Hubbell

Heavy Duty External Cord Grips
• Provides maximum cord retention to 

maintain unstressed terminations
• Pocketed recess for screws deters 

slippage of the screwdriver and are 
conveniently located on the same side 
for easy installation

Housing Design
• Rugged one-piece housing, thick 

wall construction protects internal 
components, eliminates joints 
preventing infiltration of contaminants

 • IEC pin and sleeve devices are color 
coded by voltage for easy identification

Spring-Loaded Cover
• Spring-loaded to the open position, 

reminding users that the cover must be 
secured to ensure maximum ingress 
protection

• Impact resistant cover arm compact 
and durable internal swing arm is fully 
shrouded protecting it from damage

Spring-Loaded Disconnect Button
• Oversized for easy actuation with 

gloved hands

Full Line of Accessories
• Advantage series receptacles have 

same mounting pattern as our standard 
receptacles, for non-metallic and 
metallic back boxes (see page G-14)

• Full offering of liquidtight adapters 
(see page G-15)

Features and Benefits


