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Polypropylene 45° Single Union Nozzle Valve

Domestic Gate Valves

Gate Valves

Application:
•  can be used for steam service
Features:
•  Class 800
•	 	ASTM	A105,	ANSI	B120.1
•  bolted bonnet

•  pressure rating: 1975 PSI
•  maximum temperature: 800°F

Female	NPT Forged Steel
Part	# Price/E

½" FSGV50 $114.35
¾" FSGV75 120.35
1" FSGV100 166.55

1¼" FSGV125 300.90
1½" FSGV150 311.50
2" FSGV200 395.20

female NPT x nozzle

Size Port
Polypropylene Pkg

QtyPart	# Price/E
1" full SUBVN100 $28.90 24

Features:
• pressure rating: 125 PSI at 70°F
• corrosion resistant polypropylene
•	 PTFE	ball	seats

•	 EPDM	O-ring
• FDA approved material

Female	NPT Brass
Part	# Price/E

½" DBGV50 $119.30
¾" DBGV75 141.70
1" DBGV100 178.95

1¼" DBGV125 275.90
1½" DBGV150 340.00
2" DBGV200 413.05

Features:
•  Class 150
•  pressure rating: 300	PSI	cold	working	

pressure, 150	PSI	steam	working	pressure
• union bonnet
•	 	ASME	B1.20.1
•  Grafoil® packing

•  rising stem
•  solid disc
•  malleable iron handwheel
•  100% factory tested
• temperature range: -20°F to 406°F

Female	NPT
Brass 316 Stainless Steel

Part	# Price/E Part	# Price/E
¼" BGV25 $19.60 --- ---
⅜" BGV38 19.60 --- ---
½" BGV50 19.60 SSGV50 $136.75
¾" BGV75 26.60 SSGV75 162.75
1" BGV100 39.75 SSGV100 204.00

1¼" BGV125 56.00 SSGV125 279.10
1½" BGV150 71.20 SSGV150 371.50
2" BGV200 106.00 SSGV200 458.30

2½" BGV250 202.00 --- ---
3" BGV300 270.00 --- ---
4" BGV400 430.00 --- ---

Features:
•  pressure rating: 200 PSI non-shock cold 

water, oil, gas
•  threaded bonnet
•  integral seat
•  adjustable packing nut

•  non-rising stem
•  solid wedge disc
•  iron handwheel
•  100% factory tested


