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T24VSD

T24VS-S 10T24VS-S-IT24VS-S-W -

VACANCY SENSORS

T24VSD-S Passive Infrared Vacancy Sensor, 180°, 650 Sq. Ft. Coverage
     RATING: Incandescent: 
                    Fluorescent:  
                    Motor:                
       

10T24VSD-S-IT24VSD-S-W T24VSD-S-A

Cat. Std.
No. Description Pkg.

Color (Cat. No. - Color Code)

IvoryWhite Almond

T24VS

• Manual ON
 Automatic OFF after time delay •

  expires and manual OFF option
• Adjustable time delay from
  15 seconds to 30 minutes
 Adjustable sensitivity settings•
 Passive Infrared Technology•
 2 year warranty•

• Standard decorative wall plate
  included
• Compatible with MAGNETIC
  and ELECTRONIC BALLAST

800W @120VAC
800VA @120VAC
1/4HP@ 120VAC

Passive Infrared Vacancy Sensor, 150°, 450 Sq. Ft. Coverage
     RATING: Incandescent: 
                    Fluorescent:  
                    Motor: 

500W @120VAC
500VA @120VAC
1/8HP@ 120VAC

FS-100/FS-200

HUMIDITY SENSORS

• Manual ON/OFF Control
 LED indicator light•
 May be used to comply with: •

  ASHRAE, Energy Star,
  LEED & CALGreen
• 1 year limited warranty
• Stylish decorative design 
  with wall plate included

DS-2080

HUMIDITY SENSOR

DS-2080 Wall Mounted Dehumidistat Sensor 25

Cat. Std.
No. Description Pkg.

• RH Range: 20% - 80%
 Differential: 8%RH Max•
 Mounting: Wall Mount•
 Color: White•

• Switch: SPST
• Voltage: 125/250 VAC
 FLA: 7.5Amps @125 VAC, •

  3.3Amps @ 250 VAC
• Cycle Rating: 50,000 automatic
  @ 140°F (60°C), 6,000 manual cycles
• Operating temperature: 32°F to 140°F
  (0°C to 60°C)
 RoHS Compliant•

NEW

FS-200 FS-200-AFS-200-W

FS-100
Electrical Input: 
Max. Fan Load:  
                                   
       

FS-100-AFS-100-W

Cat. Std.
No. Description Pkg.

Color (Cat. No. - Color Code)
AlmondWhite

120 volts @ 60Hz
1/8th hp or 3 amps

Electrical Input: 
Max. Fan Load:
Max. Light Load: 400 watt for a fluorescent light or
                            500 watt for an incandescent light   
                                   
       

120 volts @ 60Hz
1/8th hp or 3 amps

Fan Switch  
                                   
       

Fan & Light Switch  
                                   
       

Features:

Features:

Features:

Note:

 Neutral Wire Required•
 Vacancy Sensors should be •

  initially left ON for 4-5 minutes
  for first time to function properly

E1
Vacancy & Humidistat

Sensors

FS-100

blue LED light
Condensation Sentry
fan ON
fan OFF

blue LED light
Condensation Sentry
light ON/OFF
fan ON/OFF

FS-200

TITLE 24
COMPLIANT

 Condensation Sensor
     • 3 Controls in 1 

 Humidity Control
     • Automatically turns on exhaust 
       fan control humidity
      • Advanced sensor technology 
      detects relative humidity and 
      temperature for superior accuracy
  Countdown Timer
     • 30 minutes countdown cycle

  Compatibility
     • Compatible with all single Speed 
        and/or Single Speed Lite 
        ventilation products

NEW

TITLE 24
COMPLIANT
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COMPLIANT
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