
Size I J K L M N
50 3.250 5.531 2.188 3.250 4.438 6.688

100 3.250 5.531 2.188 3.250 4.438 6.688

180 3.250 5.531 2.188 3.250 4.438 6.688

210 3.250 6.859 2.188 3.250 5.766 9.688

215 3.250 6.859 2.188 3.250 5.766 9.688

UniModule UM Series

22 Warner Electric  800-234-3369

UM-1020 Motor Clutch/Brake Combination

All dimensions are nominal, unless otherwise noted.

Size A B C D E F G H
50 6.750 4.844 1.813 6.750 .625 .937 2.203 —

100 6.750 4.844 1.812 6.750 .625 .937 2.203 .104

180 6.828 4.844 1.812 6.750 .875 .937 2.203 —

210 8.891 5.922 2.500 9.250 1.125 .500 2.203 .500

215 9.391 5.922 3.000 9.250 1.375 .500 2.203 .500
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Specifications

Model Size Voltage DC Static Torque lb. ft. Max. RPM NEMA Frame Size
50 6, 24, 90 16 3600 56C/48Y*

100 6, 24, 90 30 3600 56C/48Y**

180 6, 24, 90 30 3600 182C/143TC
184C/145TC

210 6, 24, 90 95 3600 213C/182TC
215C/184TC

215 6, 24, 90 95 3600 213TC/215TC

* For 56C/48Y Frame motors 3/4 HP and smaller the UM-100 size
may be used where extended life is desirable.

** UM-100 size is recommended for motors 1 HP and larger.

For NEMA standard frame sizes, see page 123.

Note: Some 90 VDC units are available with pre-installed
controls. On all other modules, conduit box is optional and is
ordered separately.


