Mtd. Ball
Bearings

VFBS 200 Series Standard Duty Flange Brackets - Setscrew Locking

Duty:

Rolling Elements:

Housing:

Self Alignment:

Lock:

Seal:

Temperature:

Standard

Ball

Cast Iron Flange Bracket

+/- 1.5 Degrees

Setscrew

Contact and Flinger

-20°to 200°F

g/wW'y Mounted Ball Bearings
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Bore Basic Dimensions inch / mm
Diameter Bearing Dynamic
X [P e Insert No. Rating
inch Ib/N
34 VEBS212 | vs.212 el 3 [23/8 | 112 |111/16|43116| 7/8 | 516 |111/32(1 7/32{1316| 23/8 | 1/2 | 61/64| _ | 1.1
11614 76.2 | 60.3 | 38.1 | 429 | 1064 | 222 | 7.9 | 341 [ 262 | 302 | 60.3 | 127 | 242 50
7/8 VFBS-214 | vS-214
2801 33/8 | 212|158 [113/16[ 43/4 [ 11/8 | 3/8 | 11/2 | 138|138 |23/4 | 9116 |1 1/64 1.9
1516 | VFBS-215 | VS-215 12459 857 | 635 | 413 | 46.0 | 1207 | 286 | 95 | 381 | 349 | 349 | 690 | 143 | 258 | ¥® | 86
1 VFBS-216 | VS-216
11/8 VFBS-218 | vS-218
4381 33/4 | 23/4 | 17/8 |21/16[523/64) 11/4 | 3/8 | 15/8 | 11/2 [119/32|37/32| 5/8 |19/64 238
13/16 | VFBS-219 | VS-219 19487 953 | 699 | 476 | 524 | 1361 | 318 | 95 | 413 | 381 | 405 | 818 | 159 | 200 | 8 | 127
11/4 VFBS-220S | VS-220S
11/4 VFBS-220 | VS-220
5782 414|314 | 2 |238|618 114 12 | 17/8 |111/16]1 55/64| 33/4 | 11/16 |1 9/32 26
1358 VFBS-222 | VS-222 25718 1080 | 826 | 50.8 | 603 | 1556 | 31.8 | 127 | 476 | 420 | 472 | 953 | 175 | 325 | "2 | 118
17116 | VFBS-223 | vs-223
US| WirEs | e 7889 \5ane| 4 |23 [2156lr 1532 158 | 12 |25m32|2 132|2 15/32 4 9116 | 314 |1 23764 | 42
5 vEREE | Es 35090 131.8|101.6 | 69.9 | 746 |189.7 | 413 | 12.7 | 54.8 | 51.6 | 62.7 [ 1159 | 19.1 | 345 1.91

Metric dimensions for reference only.

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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