TECQ @Westinghouse

ISSUED ENCLOSURE
April 7, 2011 PERFORMANCE DATA TEFC
TYPE CATALOGH#
AEHHXU 3-PHASE INDUCTION MOTOR P0106.50
NAMEPLATE INFORMATION
OUTPUT FRAME RATED INS. NEMA TIME SERVICE
HP | KW POLE size |VOLTAGE| HZ | \ysienT| class | DEsiGN | RATING FACTOR
10 | 7.46 6 256T |190/380( 50 | 40°C B CONT. 1.00
TYPICAL PERFORMANCE
FULL EFFICIENCY POWER FACTOR
LOAD FULL LOAD 3/4LOAD[1/2LOAD| F.L. [3/4LOAD]1/2LOAD
RPM MIN. % | NOM. % % % % % %
965 88.5 90.2 91 91 84.5 81 72
CURRENTS NEMA
NO LOAD FULL LOAD LOCKED ROTOR KVA
AT 190 VOLTS | AT 380 VOLTS | AT 190 VOLTS | AT 380 VOLTS | AT 190 VOLTS | AT 380 VOLTS LE%DEER
11.00 5.50 29.74 14.87 214.00 107.00 H
TORQUE INERTIA ACCEL TIME
NEMA MAX NEMA MAX
FULL LOAD | LOCKED | PULL | BREAK | ROTOR | 50 | Al|OWABLE | LOAD | ALLOWABLE
bt ROTOR UP DOWN WR WK WK WK WK
OO OO OO - 2
%FLT %FLT Y%oFLT lo-ft b b Sot Sot
54.41 185 165 225 2.872 | 211.73 491.96 6.48 14.93
SAFE STALL ALLOWABLE SOUND
TIME IN STARTS PRESSURE
SECONDS PER HOUR LEVEL @ 3FT
COLD HOT COLD HOT dB(A)
38 19 2 1 60
APPROVED: M. PRATER DRAWING NO.| 31057 XP0106-50 | revson ()




