TECQ @Westinghouse

ISSUED ENCLOSURE
April 7, 2011 PERFORMANCE DATA TEFC
TYPE CATALOG#
AEHHXU 3-PHASE INDUCTION MOTOR POA06.50
NAMEPLATE INFORMATION
OUTPUT FRAME RATED INS. NEMA TIME SERVICE
e | kw | [OF size |VOLTAGE| HZ | \ygienT| class | DEsiGN | RATING | FACTOR
40 |(29.84 6 364T |190/380( 50 | 40°C F B CONT. 1.00
TYPICAL PERFORMANCE
FULL EFFICIENCY POWER FACTOR
LOAD FULL LOAD 3/4LOAD[1/2LOAD| F.L. [3/4LOAD]1/2LOAD
RPM MIN. % | NOM. % % % % % %
975 91 92.4 93.5 93.5 87 86.5 82
CURRENTS NEMA
NO LOAD FULL LOAD LOCKED ROTOR KVA
AT 190 VOLTS | AT 380 VOLTS | AT 190 VOLTS | AT 380 VOLTS | AT 190 VOLTS | AT 380 VOLTS LE?TDEER
26.00 13.00 112.80 56.40 774.00 387.00 G
TORQUE INERTIA ACCEL TIME
NEMA MAX NEMA MAX
FULL LOAD | LOCKED | PULL | BREAK | ROTOR | 50 | Al|OWABLE | LOAD | ALLOWABLE
lo-ft FE,O,IE)TR . Lf:'iT EOFVQIP WR2 WK? WK? WK? WK?
% % % lo-ft lo-ft? lo-ft? Sec Sec
215.40 160 130 180 17.936 | 780.97 1868.68 7.34 17.33
SAFE STALL ALLOWABLE SOUND
TIME IN STARTS PRESSURE
SECONDS PER HOUR LEVEL @ 3FT
COLD HOT COLD HOT dB(A)
46 23 2 1 74
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